
STATE OF UTAH FORM 3
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL,GAS AND MlNING AMENDEDREPORT
(highlight changes)

5. MINERALLEASE NO: 6. SURFACE:
APPLICATION FOR PERMIT TO DRILL ML-21835 State

7. IF 1NDIAN,ALLOTTEEOR TRIBERAME:
1A. TYPE OF WORK: DRILL / REENTER DEEPEN NA

B. TYPE OF WELL: OIL GAS OTHER SINGLE ZONE 2 MULTIPLEZONE
8. UNITor CAAGNREEMEN AME:

2. NAMEOF OPERATOR: 9. WELL NAMEa tfNUMBER:

Newfield Production Company State 6-8-15
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIEL AND POOL, OR WLDCAT:

Route #3 Box 3630 crry Myton STATE UT 84052 (435) 646-3721 M ument Butte
4. LOCATIONOF WELL(FOOTAGES) 11 TR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:

AT SURFACE: SEINW 2099' FNL 2053' FWL SENW 36 8S 15E
AT PROPOSED PRODUCING ZONE:

14. DISTANCE IN MlLES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

Approximately 12.3 miles southwest of Myton, Utah Duchesne UTAH

15. DISTANCETO NEAREST PROPERTY OR LEASE LINE(FEET) 16. NUMBEROF ACRES IN LEASE: 17. NJMBER OF ACRES ASSIGNED TO THIS WELL:

Approx. 2053' f/lse line, NA' flunit line 640.00 cres 40 acres
18. DISTANCETO NEAREST WELL (DRILLING,COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET)

Approx. 1270' 6,315 #B001834
21. ELEVATIONS(SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATEDATEWORK WIL START: 23. ESTIMATEDDURATION:

5761' GL (7) days from SPUD to rig release

24. PROPOSED CASING AND CE TlNG PROGRAM

SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE. QUANTITY,YIELD,AND SLURRY WEIGHT

12 1/4 8 5/8 J-55 24.0 300 ass G w/2% CaCI 155 sx +/- 1.17 15.8

7 7/8 5 1/2 J-55 15.5 6,31g Lead(Prem Lite ll) 275 sx +/- 3.26 11.0

Tail (50/50 Poz) 450 sx +/- 1.24 14.3

25. ATTACHMENTS

VERIFY THE FOLLOWINGARE ATTACHED INACCOR NCE WITH THE UTAHOILAND GAS CONSERVATIONGENERAL RULES:

WELLPLAT OR MAP PREPARED BY LIC SED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

2 EVIDENCEOF DIVISIONOF WATE IGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANYOTHER THANTHE LEASE OWNER

NAME(PLEASE PRINT) Mar Crozier TITLE Regulatory Specialist

SIGNATURF DATE

(This space for State se only) RECEIVED

API NU ER ASSIGNED: APPROVAL:

DjyOFOiL,GAS&MINING

(11/2001) (See instructions on Reverse
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/09/2009 API NO. ASSIGNED: 43-013-34229

WELL NAME: STATE 6-36-8-15

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /

SENW 36 080S 150E .

Tech Review Initials Date
SURFACE: 2099 FNL 2053 FWL

BOTTOM: 2099 FNL 2053 FWL Engineering )k"A 23/$)
COUNTY: DUCHESNE Geology
LATITUDE: 40.07598 LONGITUDE: -110.18193

UTM SURF EASTINGS:569755 NORTHINGS: 4436301 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 3 - State

LEASE NUMBER: ML-21835 PROPOSED FORMATION: GRRV

SURFACE OWNER: 3 - State COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v ,
Plat R649-2-3.

Bond:Fed[] Ind[] Sta[] Fee[]

(No. gÒ\g )
Unit:

Potash (Y/N) y/'R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

'
Water Permit R649-3-3. Exception

(No. 43-7478 )
Drilling Unit

RDCC Review (Y/N)
Board cause No:

(Date: ) Eff Date:

24 Fee Surf Agreement (Y/N) Siting:

A) Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS: Ô *

STIPULATIONS: Ñ =
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Application for Permit to Drill
Statement of Basis

3/12/2009 Utah Division of Oil, Gas and Mining Page i

APD No API WellNo Status Well Type Surf Owur CBM
1312 43-013-34229-00-00 OW S No
Operator NEWFIELD PRODUCTION COMPANY Surface Owner-APD

Well Name STATE 6-36-8-15 Unit
Field MONUMENT BUTTE Type of Work
Location SENW 36 8S 15E S 2099 FNL 2053 FWL GPS Coord (UTM) 569755E 4436301N

Geologic Statement of Basis
Newfield proposes to set 300' of surface casing at this location. The base of the moderately saline water at this
location is estimated to be at a depth of 450'. A search of Division of Water Rights records shows no water
wells within a 10,000 foot radius of the center of section 36. The surface formation at this site is the Uinta
Formation. The Uinta Formation is made up of interbedded shales and sandstones. The sandstones are mostly
lenticular and discontinuous and should not be a significant source of useable ground water. The surface casing
should be extended to cover the base of the moderately saline ground water.

Brad Hill 3/12/2009
APD Evaluator Date / Time

Surface Statement of Basis
The general location is approximately 12 road miles southwest of Myton, UT in the upper portion of the
Pleasant Valley Drainage. Wells Draw is approximately 2 miles to the east and the Ute Tribal Indian
Reservation 1 mile to the west. Broad flats with rolling hills characterize the area. Flats are often intersected by
drainages with gentle to moderate side slopes. Flats at lower elevations to the northeast are frequently used for
agriculture. No seeps, springs or streams are known to exist in the immediate area. An occasional pond for
livestock watering occurs. Pleasant Valley Wash drains into the Pariette Draw drainage of Duchesne County.
The lower reaches of both of these draws contain perennial streams somewhat consisting of irrigation runoff and
seepage. Pariette Draw runs into the Green River approximately 6 miles downstream from Ouray, Utah and
about 18 miles down drainage from the area. Access is by State and County and existing or proposed oilfield
development roads to within 830 feet of the site. From this point additional construction will be required.

The proposed State 6-36-8-15 oil well location is laid out longitudinally across a flat with a very gentle slope to
the north. No drainages intersect the location and no diversions will be required. The proposed site appears to
be a suitable location for constructing a pad and drilling and operating a well.

Both the surface and minerals are owned by SITLA. Ed Bonner and Jim Davis of SITLA were invited to the pre-
site evaluation. Neither attended.

Pat Rainbolt and Ben Williams represented the Utah Division of Wildlife Resources. Mr. Rainbolt stated the
area was classified as substantial value antelope habitat but did not recommend any restrictions for this species
No other wildlife should be significantly affected. Mr. Rainbolt gave Mr. Eaton of Newfield Production
Company a copy of his written evaluation and also a UDWR seed mix recommendation to be used when the
reserve pit and location are reclaimed.

Floyd Bartlett 3/4/2009
Onsite Evaluator Date /
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Conditions of Approval / Application for Permit to Drill
Category Condition
Pits A synthetic liner with a minimum thickness of 16 mils with a felt subliner shall be

properly installed and maintained in the reserve pit.
Surface The reserve pit shall be fenced upon completion of drilling
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O eON-SITE PREDRILL EVALUATION
Utah Division of Oil, Gas and Mining

Operator NEWFIELD PRODUCTION COMPANY
Well Name STATE 6-36-8-15

API Number 43-013-34229-0 APD No 1312 Field/Unit MONUMENT BUTTE
Location: 1/4,1/4 SENW Sec 36 Tw 8S Rug 15E 2099 FNL 2053 FWL
GPS Coord (UTM) 569764 4436301 Surface Owner

Participants
Floyd Bartlett (DOGM), Tim Eaton and Brian Foote (Newfield Production Company), Ben Williams and Pat Rainbolt
(Utah Division of Wildlife Resources).

Regional/Local Setting & Topography
The general location is approximately 12 road miles southwest of Myton, UT in the upper portion of the Pleasant Valley
Drainage. Wells Draw is approximately 2 miles to the east and the Ute Tribal Indian Reservation 1 mile to the west. Broad
flats with rolling hills characterize the area. Flats are often intersected by drainages with gentle to moderate side slopes.
Flats at lower elevations to the northeast are frequently used for agriculture. No seeps, springs or streams are known to exist
in the immediate area. An occasional pond for livestock watering occurs. Pleasant Valley Wash drains into the Pariette
Draw drainage of Duchesne County. The lower reaches of both of these draws contain perennial streams somewhat
consisting of irrigation runoff and seepage. Pariette Draw runs into the Green River approximately 6 miles downstream
from Ouray, Utah and about 18 miles down drainage from the area. Access is by State and County and existing or
proposed oilfield development roads to within 830 feet of the site. From this point additional construction will be required.

The proposed State 6-36-8-15 oil well location is laid out longitudinally across a flat with a very gentle slope to the north.
No drainages intersect the location and no diversions will be required. The proposed site appears to be a suitable location
for constructing a pad and drilling and operating a well.

Both the surface and minerals are owned by SITLA. Ed Bonner and Jim Davis of SITLA were invited to the pre-site
evaluation. Neither attended.

Pat Rainbolt and Ben Williams represented the Utah Division of Wildlife Resources. Mr. Rainbolt stated the area was
classified as substantial value antelope habitat but did not recommend any restrictions for this species No other wildlife
should be significantly affected. Mr. Rainbolt gave Mr. Eaton of Newfield Production Company a copy of his written
evaluation and also a UDWR seed mix recommendation to be used when the reserve pit and location are reclaimed.

Surface Use Plan
Current Surface Use

New Road
Miles Well Pad Src Const Material Surface Formation

Width Length

Ancillary Facilities

Waste Management Plan Adequate?

Environmental Parameters
Affected Floodplains and/or Wetland N

Flora / Fauna
A good desert shrub type consisting of blue gramma grass, shadscale, greasewood, black sage, broom snakeweed,

needle and thread grass, rabbitbrush, prickly pear, fridge sage, winter fat, curly mesquite grass and spring annuals
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occupies the area.

Cattle, prairie dogs, antelope, small mammals and birds.

Soil Type and Characteristics
Deep sandy loam

Erosion Issues N

Sedimentation Issues N

Site Stability Issues N

Drainage Diverson Required N

Berm Required? N

Erosion Sedimentation Control Required? N

Paleo Survey Run? N Paleo Potental Observed? N Cultural Survey Run? Y Cultural Resources? N

Reserve Pit

Site-Specific Factors Site Ranking
Distance to Groundwater (feet) 100 to 200 5
Distance to Surface Water (feet) >1000 0
Dist. Nearest Municipal Well (ft) >5280 0
Distance to Other Wells (feet) >1320 0
Native Soil Type Mod permeability 10
Fluid Type Fresh Water 5
Drill Cuttings Normal Rock 0
Annual Precipitation (inches) <10 0
Affected Populations <10 0
Presence Nearby Utility Conduits Not Present 0

Final Score 20 1 Sensitivity Level

Characteristics / Requirements
A 50' x 70' x 8' deep reserve pit is planned in an area of cut on the northeast side of the location. A pit liner is
required. Newfield commonly uses a 16-mil liner.

Closed Loop Mud Required? N Liner Required? Y Liner Thickness 16 Pit Underlayment Required? Y

Other Observations / Comments

Floyd Bartlett 3/4/2009
Evaluator Date / Time
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O
Well name: 43013342290000 State 6-36-8-15
operator: Newfield Production Company
String type: Surface Project ID:

43-013-34229-0000
Location: Duchesne County

Design parameters: Minimum design factors: Environment
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 71 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 185 11

Burst:
Design factor 1.00 Cement top: 203 ft

Burst
Max anticipated surface

pressure: 396 psi
Internal gradient: 0.120 psilft Tension: Non-directional string.
Calculated BHP 450 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 6,315 ft
Tension is based on air weight. Next mud weight: 8.400 ppg
Neutral point: 393 ft Next setting BHP: 2,756 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 450 ft
Injection pressure: 450 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 450 8.625 24.00 J-55 ST&C 450 450 7.972 160.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 196 1370 6.977 450 2950 6.56 11 244 22.59 J

Prepared Helen Sadik-Macdonald Phone: 810-538-5357 Date: April 14,2009
by: Div of Oil,Gas & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 450 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engíneering responsibility for use of thisdesign wi/Ibe thatof the
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Fracture depth: 450 ft
Injection pressure: 450 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)

1 450 8.625 24.00 J-55 ST&C 450 450 7.972 160.9

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 196 1370 6.977 450 2950 6.56 11 244 22.59 J

Prepared Helen Sadik-Macdonald Phone: 810-538-5357 Date: April 14,2009
by: Div of Oil,Gas & Mining Salt Lake City, Utah

ENGINEERING STIPULATIONS: NONE
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.
Collapse is based on a vertical depth of 450 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engíneering responsibility for use of thisdesign wi/Ibe thatof the
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BOPE REVIEW Newfield State 6-36-8-15 API 43-013-34229-0000

INPUT
Well Name Newfield State 6436-8-15 API 43-013-34229-0000

String 1 String2
Casing Size (") 8 5/8 5 1/2
Setting Depth (TVD) 450 6315
Previous Shoe Setting Depth (TVD) O 450
Max Mud Weight (ppg) 8 4 8.4
BOPE Proposed (psi) 0 2000
Casing Internal Yield (psi) 2950 4810
Operators Max Anticipated Pressure (psi) 2734 8 3 ppg

Calculations string1 a sia "
Max BHP [psi] .052*Setting Depth*MW = 197

BOPE Adequate For Drilling And Setting Casing at Depth
MASP (Gas) [psi] Max BHP-(0.12*SettingDepth) = 143 NO Air drill
MASP (Gas/lulud) [psi] Max BHP-(0.22*$etting Depth) 98 NO

*Can tuli Expected Pressure Be Held þt Previous Shoe?
Pressure At Previous Shoe Ikx BHP-.22*(Setting Depth - Previous Shoe Depth) GB NO (Lago (e ik Ark
Required Casing/BOPE Test Pressure 450 psi
*Max Pressure Allowed Previous Casing Shoe = 0 psi *Assumes 1psilft frac gradient

Calculations string2 5 1/2 "
Max BHP [psi] .052*Setting Depth*MW = 2758

BOPE Adequate i or Drilling And settingCasing at Depth?
MASP(Gas) [psi] Max BHP-(0.12*SettingDepth) = 2001 NO AirDrili
MASP (Gas/IUlud) [psi] Max BHP-(0.22*BettingDepth) = 13 9 YES

*Can Full Expected Pressure Be Held At Previous Shoe?
Pressure At Previous Shoe Max BHP-.22*(SettingDepth - Previous Shoe Depth) & 1468 NO em Sohn &
Required Casing|BÓPE Test Pressure 2000
*Max Pressure Allowed g Previous Casing Shoe = *Assumes 1psilft frac
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(04/02/2009)Diana Mason - Newfield A vils

From: Jim Davis
To: Bonner, Ed; Mason, Diana
Date: 4/2/2009 10:49 AM
Subject: Newfield Approvals (14)

CC: Garrison, LaVonne; mcrozier@newfield.com; teaton@newfield.com
The following wells have been approved by SITI.Aincluding arch and paleo clearance.

Newfield Production's State 5-36-8-15 [API #4301334230)

Newfield Production's State 2-36-8-15 [API #4301334233]

Newfield Production's State 15-36-8-15 [API #4301334221]

Newfield Production's State 14-36-8-15 (API #4301334222]

Newfield Production's State 13-36-8-15 (API #4301334223]

Newfield Production's State 12-36-8-15 [API#4301334224]

Newfield Production's State 11-36-8-15 {API#4301334225]

Newfield Production's State 1-36-8-15 [API #4301334234]

Newfield Production's State 10-36-8-15 [API#4301334226]

Newfield Production's State 9-36-8-15 [API #4301334227]

Newfield Production's State 8-36-8-15 [API #4301334228]

Newfield Production's State 6-36-8-15 [API #4301334229]

Newfield Production's State 3-36-8-15 [API #4301334232]

Newfield Production's State 4-36-8-15 [API #4301334231]

-Jim

Jim Davis
Utah Trust Lands Administration
jimdavis1@utah.gov
Phone: (801)
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STATEOFUTAH FORM3
DEPARTMENTOF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINlNG AMENDED REPORT O
(highlightchanges)

6. MINERALLEASENO: 6. SURFACE

APPUCATION FOR PERMIT TO DRILL ML-21835 State
íÏF 1NDiÁÑ,ALLÒTÌEE OR TRIBÈÑÃMË

1A.TYPEOFWORK: DRILL REENTER DEEPEN NA

B.TYPEOFWELL: OIL GAS OTHER SINGLEZONE MULTIPLEZONE
AUNITorCAAGNREEMENTNAME:

2 ÑAMEOF OPERATOR: Wil ÑAMEand NUMBER'

Newfield Production Company State 6-36-8-15
3. ADDRESS OF OPËNÃŸÖR: ËNÜÑŠÈÌÙ iÌÙÙÃÑÒPOOL 08 WLDCAT:

Route #3 Box 3630 ce Myton UT 84052 (435) 646-3721 Adonument Butte

ATSURFACE: SEINW 2099' FNL 2053' FWL SENW 36 8S 15E
AT PROPOSED PRODUCINGZONE

M DISTÀNCElN E ÅRESŸ ÜÃÑÖÑ05Ì O CE: ÖÒÚÑ
Approximately 12.3 m es southwest of Myton, Utah Duchesne

15. DISTANCE TO NEÀREST PROPERTŸ0R LEASE LINE (FEET) 16. NUMBEROF ACRES IN LEÀSE TN JMBEROF ACRES ASSIGNED TO THIS V LL

Approx. 2053' f/lse line, NA' flunit line 640.00 acres 40 acres
18, DISTANÖETO NEARËSTWELL(DRILLlÑO,COMPLETED,0$ & PNOF0SE0 DEÏPTW 2Œ BONDDESCPiPTIOÑ:

APPLIED FOR) ON THIS LEASEJFEET)

Approx, 1270' 6 315 #BOO1834
2L ELEVATIONS(SHOW ŸVHÈÌHÈÑDËRÌÀËÑŸÒŠ 22, ÀP.SR ATEDÀTËWOÑK WIËLSTÀÑÌ: 23. ESTIMATEDDURATION:

5761' GL (7) days from SPUD to rig release

24 PROPOSED CASlNGANDCEMENTING PROGRAM

SIZE OE HOLE CASINGSIZE, GRADE.ANDWEIGHTPER FOOT SETTINGDEPTN CEMENTTYPE, QUANTIfY, YIELDAND SLURRYVÆlOHT

12 1/4 8 5/8 J-55 24.0 460 Class G w/2% CaCI 155 sx 4 /- 1.17 15.8

7 7/8 5 1/2 J-55 15.5 6,315 Lead(Prem Lite II) 275 sx +/- 3.26 11.0

Tail (50/50 Poz) 450 sx +/- 1.24 14.3

ATTACHMENTS

VERIFYTHE ŸOLLOWINGARE ATTACHED INACCORDANCEWITHTHE UTAHOILANDGAS CONSERVATIONGENERALRULES:

WELL PLAT OR MAP = RrPARED BYLIGENbt DSURVËYOR 08 ENGINEER COMPLETE DRILLINGPLAN

[7] EVfDENCE OF DIVISIONOF WATERRIGHTS APPROVALFOR U6f OF WATER FORM 5. IF OPLRATOR IS PERSON OR COMPANYOTHERTHANTHE LEASEOWNER

NAME(PLFASF PPINT) Mar¢iefCrozier y,,, Regulatory Specialist

SIGNATURE DATF

(TD spas for State use or )
Approved by the

API NUMBER ASSIGNED
3- 'O/3 - 3 2 Oi in ng RECEIVED

( 1/2001) Date> AŸR0 3 2ÛÛ$
By: ptv.0F ott,GAs&
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TBS, Ri5E, S.L.B.acM. xxivrizzoPaavecriar coxPar
N89°55'W

- 80.02 (G.L.O.) 264178' (Measured) WELL LOCATION, STATE 6-36-8-15,SB9°58'27"W
- 264J.16' (Meas.) NB9°55'W G.L.O. (Basis of Bearigns) LOCATED AS SHOWN IN THE SE 1/4 NW

ce s",'osscop
erass c 1/4 OF SECTlON 36, T8S, R15E,

S.L.B.&M. DUCHESNE COUNTY, UTAH.

o - oo o o

BAR SCALE

N

ifELL LOCA710H:
S TATE 6- J6-8-15
ELEV UNGRADED GROUND = 5767.2' THIS 1S TO CERTIFY THA WAS

PREPARED FROM FIELD A U RVEYS
MADE BY ME OR UN O THAT
THE SAME ARE TRU RRECT T TH T OF
MY KNOWLEDGEAN I .No.189377

TACY W.
REGI D LA
REGE A N o.
STATE OF1910 1910 1910

Brass Cap Brass C¤P Brass Cap

NB9°57'54"W
- 2640.73' (Meas.) S89°59'25"W

- 2640.83' (Meas.) TRI STATELANDSURVEYING& CONSULTING
WEST (G.L.O.) 180 NORTH VERNALAVE. - VERNAL, UTAH 84078

(435) 781-2501

ISTATE 6-J6-8-15 DATE SURVEYED
= SECTION CORNERS LOCATED (Surface Location) NAD BJ 11-25-08 SURVEYEDBY: T.H.

LAT/TUDE = 40 04' JJ.45" DATE DRAWN:
DRAWN BY: F.T.MBASIS OF ELEV; LONG/TUDE = 110 10' 57.31" 12-20-08

U.S.G.S. 7-1/2 min QUAD (MYTON SW) REVISED: SCALE: 1" =
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NEWFIELD PRODUCTION COMPANY
STATE 6-36-8-15

SE/NW SECTION 36, T8S, RI5E
DUCHESNE COUNTY, UTAH

TEN POINT DRILLING PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formationof Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0 - 1,585'
Green River 1,585'
Wasatch 6,315'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation (Oil) 1,585' -6,315'

Fresh water may be encountered in the Uinta Formation, but would not be expected below about
350'. All water shows and water bearing geologic units shall be reported to the geologic and
engineering staff of the Vernal Office prior to running the next string of casing or beforeplugging
orders are requested. All water shows must be reported within one (I) business day after being
encountered.

All usable (<10,000PPM TDS) water and prospectively valuable minerals (as describedby BLM
at onsite) encountered during drilling will be recorded by depth and adequately protected. This
informationshall be reported to the Vernal Office.

Detected water flows shall be sampled, analyzed,and reported to the geologic & engineering staff
of the Vernal Office. The office may request additional water samples for further analysis. Usage
of the State of Utah form Report of Water Encountered is acceptable, but not required.

The following informationis requested for water shows and samples where applicable:

Location & Sampled Interval Date Sampled
Flow Rate Temperature
Hardness pH
Water Classification (State of Utah) Dissolved Calcium (Ca) (mg/1)
Dissolved Iron (Fe) (ug/1) Dissolved Sodium (Na) (mg/l)
Dissolved Magnesium (Mg) (mg/1) Dissolved Carbonate (CO3)(mg/l)
Dissolved Bicarbonate (NaHCO2)(mg/1) Dissolved Chloride (Cl) (mg/1)
Dissolved Sulfate (SO4)(mg/l) Dissolved Total Solids (TDS) (mg/1)

4. PIIOŸOSED CASING PROGRAM:

Surface Casing: 8-5/8" J-55 24# w/ST&Ccollars; set at 450' (New)
Production Casing:5-1/2" J-55, 15.5# w/LT&C collars; set at TD (New or used, inspected).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operator's minimum specifications for pressure control equipment are as follows:
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An 8" Double Ram Hydraulic unit with a closing unit will be utilized. Function test of BOP's will
be check daily.

Refer to Exhibit C for a diagram of BOP equipment that will be used on this well.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

From surface to ±350 feet will be drilled with an air/mist system. The air rig is equipped with a 6
½" blooie line that is straight run and securely anchored. The blooie line is used with a discharge
less than 100 ft from the wellbore in order to minimize the well pad size. The blooie line is not
equipped with an automatic igniter or continuous pilot light and the compressor is located less
than 100 ft from the well bore due to the low possibility of combustion with the air dust mixture.
The trailer mounted compressor (capacity of 2000 CFM) has a safety shut-off valve which is
located 15 feet from the air rig. A truck with 70 bbls of water is on stand by to be used as kill
fluid, if necessary. From about ±350 feet to TD, a fresh water system will be utilized. Clay
inhibition and hole stability will be achieved with a KCl substitute additive. This additive will be
identified in the APD and reviewed to determine if the reserve pit shall be lined. This fresh water
system will typically contain Total Dissolved Solids (TDS) of less than 3000 PPM. Anticipated
mud weight is 8.4 lbs/gal. If necessary to control formation fluids or pressure, the system will be
weighted with the addition of bentonite gel, and if pressure conditions warrant, with barite.

No chromate additives will be used in the mud system on Federal and/or Indian lands without
prior BLM approval to ensure adequate protection of fresh aquifers.

No chemicals subject to reporting under SARA Title III in an amount equal to or greater than
10,000 pounds will be used, produced, stored, transported, or disposed of annually in association
with the drilling, testing, or completing of this well. Furthermore, no extremely hazardous
substances, as defined in 40 CFR 355, in threshold planning quantities, will be used, produced,
stored, transported, or disposed of in association with the drilling, testing, or completing of this
well.

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion operations.

Newfield Production will visually monitor pit levels and flow from the well during drilling
operations.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

8. TESTING, LOGGING AND CORING PROGRAMS:

The logging program will consist of a Dual Induction, Gamma Ray and Caliper log from TD to
base of surface casing @300' +/-, and a Compensated Neutron-Formation Density Log from TD
to 3500' +-. A cement bond log will be run from PBTD to cement top. No drill stem testing or
coring is planned for this well.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

No abnormal temperatures or pressures are anticipated. No hydrogen sulfide has been encountered
or is known to exist from previous drilling in the area at this depth. Maximum anticipated
bottomhole pressure will approximately equal total depth in feet multiplied by a 0.433 psi/foot
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10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the third quarter of 2009, and take
approximately seven (7) days from spud to rig

Ten Point Well Program &
Thirteen Point Wel1Program
Page 3 of 8

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the third quarter of 2009, and take
approximately seven (7) days from spud to rig

Ten Point Well Program &
Thirteen Point Wel1Program
Page 3 of 8

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the third quarter of 2009, and take
approximately seven (7) days from spud to rig

Ten Point Well Program &
Thirteen Point Wel1Program
Page 3 of 8

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the third quarter of 2009, and take
approximately seven (7) days from spud to rig

Ten Point Well Program &
Thirteen Point Wel1Program
Page 3 of 8

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

It is anticipated that the drilling operations will commence the third quarter of 2009, and take
approximately seven (7) days from spud to rig



Ten Point Well Program &
Thirteen Point Well Program
Page 4 of 8

NEWFIELD PRODUCTION COMPANY
STATE 6-36-8-15

SE/NW SECTION 36, T8S, RI5E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT SURFACE PROGRAM

l. EXISTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site State 6-36-8-15 located in the SE¼
NW¼ Section 36, T8S, RI5E, S.L.B. & M., Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.4 miles ± to the junctionof this
highway and UT State Hwy 53; proceed southwesterly - 6.4 miles to it's junctionwith an existing
road to the southwest; proceed southwesterly - 2.8 miles ± to it's junctionwith an existing road to
the south; proceed southeasterly - 0.5 miles ± to it's junctionwith an existing road to the south;
proceed in a southeasterly direction - 1.0 miles ± to it's junctionwith the beginning of the
proposed access road to the west; proceed in a southwesterly direction - 830' ± to the proposed
well location.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads for access during the drilling, completion and production phase will be maintained at
the standards required by the State of Utah, or other controlling agencies. This maintenance will
consist of some minor grader work for smoothing road surfaces and for snow removal.

2. PLANNED ACCESS ROAD

Approximately 830' miles of access road is proposed. See attached Topographic Map "B".

The proposed access road will be an 18' crown road (9' either side of the centerline) with drainage
ditches along either side of the proposed road whether it is deemed necessary in order to handle
any run-off from normal meteorological conditions that are prevalent to this area. The maximum
grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.

All construction material for this access road will be borrowed material accumulated during
construction of the access
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3. LOCATION OF EXISTING WELLS

Refer to EXHIBIT B.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery, the well pad-will be surrounded by a dike of sufficient
capacity to contain at minimum 110% of the largest tank volume within the facility battery.

Tank batteries will be built to State specifications.

All permanent (on site for six (6) months or longer) structures, constructed or installed (including
pumping units), will be painted a flat, non-reflective, earth tone color to match one of the standard
environmental colors, as determined by the Rocky Mountain Five State Interagency Committee.
All facilities will be painted within six months of installation.

5. LOCATION AND TYPE OF WATER SUPPLY

Newf1eld Production will transport water by truck for drilling purposes from the following water
sources:

Johnson Water District
Water Right: 43-7478

Neil Moon Pond
Water Right: 43-11787

Maurice Harvey Pond
Water Right: 47-1358

Newfield Collector Well
Water Right: 41-3530 (A30414DV, contracted with the Duchesne County Conservancy District).

There will be no water well drilled at this site

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.

7. METHODS FOR HANDLING WASTE DISPOSAL

A small reserve pit (90' x 40' x 8' deep, or less) will be constructed from native soil and clay
materials. The reserve pit will receive the processed drill cutting (wet sand, shale & rock)
removed from the wellbore. Any drilling fluids, which do accumulate in the pit as a result of
shale-shaker carryover, cleaning of the sand trap, etc., will be promptly reclaimed. All drilling
fluids will be fresh water based, typically containing Total Dissolved Solids of less than
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PPM. No potassium chloride, chromates, trash, debris, nor any other substance deemed hazardous
will be placed in this pit. A 16 mil liner with felt will be required. Newfield requests approval
that a flare pit be constructed and utilized on this location.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site at
the completion of the drilling activities.

Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposal facilities.

8. ANCILLARY FACILITIES:

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

9. WELL SITE LAYOUT:

See attached Location Layout Sheet.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) A 39-inch net wire shall be used with at least one strand of barbed wire on top of the net.

b) The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be centered and/or braced in such a manner to keep tight at all times

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing
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distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the corner
posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

10. PLANS FOR RESTORATION OF SURFACE:

a) Producing
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Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for production.

The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximated natural contours. Weather
permitting, the reserve pit will be reclaimed within one hundred twenty (120) days from
the date of well completion. Before any dirt work takes place, the reserve pit must have
all fluids and hydrocarbons removed.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a
subsequent report of abandonment and the State of Utah will attach the appropriate
surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP: State of Utah.

12. OTHER ADDITIONAL INFORMATION:

Newfield Production Company requests 830' of disturbed area be granted to allow for
construction of the proposed surface gas lines. It is proposed that the disturbed area will
temporarily be 50' wide to allow for construction of a 10" or smaller gas gathering line, and a 3"
poly fuel gas line, with a permanent width of 30' upon completion of the proposed gas lines. The
construction phase of the proposed gas lines will last approximately (5) days. Both lines will tie in
to the existing pipeline infrastructure. Refer to Topographic Map "C."

Newfield Production Company requests 830' of disturbed area be granted to allow for
construction of the proposed water lines. It is proposed that the disturbed area will temporarily be
50' wide to allow for construction of a buried 3" steel water injection line and a buried 3" poly
water return line, with a permanent width of 30' upon completion of the proposed water return
line. The construction phase of the proposed water lines will last approximately (5) days. Refer
to Topographic Map "C." In the event that the proposed well is converted to a water injection
well, a separate injection permit will be applied for through the proper agencies.

The Archaeological Survey is attached. MOAC Report #08-301, 1/26/09. See attached report
cover page, Exhibit "D". The Paleontological Resource Survey will be forthcoming.

a) Newfield Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Newfield is to immediately
stop work that might further disturb such materials and contact the Authorized Officer.

b) Newfield Production will control noxious weeds along rights-of-way for roads, pipelines,
well sites or other applicable facilities. On State administered land it is required that a
Pesticide Use Proposal shall be submitted and given approval prior to the application of
herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not be
stacked or stored on State Lands after the conclusion of drilling operations or at any other
time without State authorization. However, if State authorization is obtained, it is only a
temporary measure to allow time to make arrangements for permanent storage on
commercial facilities.
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All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations, Onshore Oil and Gas Orders, the approved plan of
operations and any applicable Notice to Lessees. A copy of these conditions will be furnished to
the field representative to ensure compliance.

Hazardous Material Declaration

Newfield Production Company guarantees that during the drilling and completion of the State 6-
36-8-15, Newfield will not use, produce, store, transport or dispose 10,000# annually of any of the
hazardous chemicals contained in the Environmental Protection Agency's consolidated list of
chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Newfield also guarantees that during the drilling and completion of the State 6-
36-8-15 Newfield will use, produce, store, transport or dispose less than the threshold planning
quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the construction
of the location and drilling activities.

Newfield Production Company or a contractor employed by Newfield Production shall contact the
State office at (801) 722-3417, 48 hours prior to construction activities.

The State office shall be notified upon site completion prior to moving on the drilling rig.

13. LESSEE'S OR OPERATOR'S REPRENSENTATIVE AND CERTIFICATION:

Representative

Name: Dave Allred
Address: Newfield Production Company

Route 3, Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that Newfield Production Company is considered to be the operator of well #6-
36-8-15, SE/NW Section 36, T8S, Rl5E, Duchesne County, Utah and is responsible under the
terms and conditions of the lease for the operations conducted upon the leased lands. Bond
coverage is provided by Bond #B001834.

I hereby certify that the proposed drill site and access route have been inspected, and I am familiar
with the conditions which currently exist; that the statements made in this plan are true and correct
to the best of my knowledge; and that the work associated with the operations proposed here will
be performed by Newfield Production Company and its contractors and subcontractors in
conformity with this plan and the terms and conditions under which it is approved. This statement
is subject to the provisions of the 18 U.S.C. 1001 for the filing of a false statement.

2/27/09
Date Man 1e Crozier

Regulatory Specialist
Newfield Production
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

JON M. HUNTSMAN, JR. Executive Director

oovemor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Govemor Division Director

April 27, 2009

Newfield Production Company
Rt. #3, Box 3630
Myton, UT 84052

Re: State 6-36-8-15 Well, 2099' FNL, 2053' FWL, SE NW, Sec. 36, T. 8 South, R. 15 East,
Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shaH expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-34229.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
SITLA

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gOV OII, GAS &
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Operator: Newfield Production Company
Well Name & Number State 6-36-8-15

API Number: 43-013-34229
Lease: ML-21835

Location: SE NW Sec. 36 T. 8 South R. 15 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
action during drilling of this well:

• 24 hours prior to cementing or testing casing - contact Dan Jarvis
• 24 hours prior to testing blowout prevention equipment - contact Dan Jarvis
• 24 hours prior to spudding the well - contact Carol Daniels
• Within 24 hours of any emergency changes made to the approved drilling

program - contact Dustin Doucet
• Prior to commencing operations to plug and abandon the well - contact Dan

Jarvis

The operator is required to get approval from the Division of Oil, Gas and Mining before
performing any of the following actions during the drilling of this well:

• Plugging and abandonment or significant plug back of this well - contact Dustin
Doucet

• Any changes to the approved drilling plan - contact Dustin Doucet

The following are Division of Oil, Gas and Mining contacts and their telephone numbers

(please leave a voice mail message if the person is not available to take the call):
• Dan Jarvis at: (801) 538-5338 office (801) 942-0871 home
• Carol Daniels at: (801) 538-5284 office
• Dustin Doucet at: (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of

change of plans or other operational
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4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

7. Surface casing shall be cemented to the

O O
Page 2
43-013-34229
April 27, 2009

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

7. Surface casing shall be cemented to the

O O
Page 2
43-013-34229
April 27, 2009

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

7. Surface casing shall be cemented to the

O O
Page 2
43-013-34229
April 27, 2009

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

7. Surface casing shall be cemented to the

O O
Page 2
43-013-34229
April 27, 2009

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy Attached)

6. This proposed well is located in an area for which drilling units (well spacing patterns)
have not been established through an order of the Board of Oil, Gas and Mining (the
"Board"). In order to avoid the possibility of waste or injury to correlative rights, the
operator is requested, once the well has been drilled, completed, and has produced, to
analyze geological and engineering data generated therefrom, as well as any similar data
from surrounding areas if available. As soon as is practicable after completion of its
analysis, and if the analysis suggests an area larger than the quarter-quarter section upon
which the well is located is being drained, the operator is requested to seek an appropriate
order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

7. Surface casing shall be cemented to the



API Well No: 43013342290000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 STATE 6-36-8-15 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342290000

3. ADDRESS OF OPERATOR:  
 Rt 3 Box 3630 , Myton, UT, 84052 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2099 FNL 2053 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

4/27/2010

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield proposes to extend the permit to drill this well for one year.

NAME (PLEASE PRINT)  
 Mandie Crozier

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 4/21/2010

PHONE NUMBER:
435 646-4825  Ext 

 

PHONE NUMBER
435 646-4825

April 21, 2010

April 21, 2010

iPI Well No: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEA21EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/27/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the permit to drill this well for one year.
Approved by the
Utah Division of

Oil, Gas and Mining

Date 2010

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/21/2010

RECEIVED April 21,

iPI Well No: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEA21EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/27/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the permit to drill this well for one year.
Approved by the
Utah Division of

Oil, Gas and Mining

Date 2010

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/21/2010

RECEIVED April 21,

iPI Well No: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEA21EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/27/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the permit to drill this well for one year.
Approved by the
Utah Division of

Oil, Gas and Mining

Date 2010

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/21/2010

RECEIVED April 21,

iPI Well No: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEA21EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/27/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the permit to drill this well for one year.
Approved by the
Utah Division of

Oil, Gas and Mining

Date 2010

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/21/2010

RECEIVED April 21,

iPI Well No: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING "MLLEA21EæD5ESIGNATIONAND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2.NAMEOFOPERATOR: 9.APINUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4.LOCATIONOFWELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

4/27/2010
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

O SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to extend the permit to drill this well for one year.
Approved by the
Utah Division of

Oil, Gas and Mining

Date 2010

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/21/2010

RECEIVED April 21,



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43013342290000
 

API: 43013342290000
Well Name: STATE 6-36-8-15 

Location: 2099 FNL 2053 FWL QTR SENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been
updated?    Yes    No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location?    Yes    No

Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?    Yes    No

Have there been any changes to the access route including ownership, or rightof- way, which could
affect the proposed location?    Yes    No

Has the approved source of water for drilling changed?    Yes    No

Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation?    Yes    No

Is bonding still in place, which covers this proposed well?    Yes    No

        
Signature:  Mandie Crozier Date: 4/21/2010

Title:  Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY

April 21, 2010

April 21, 2010

UTAH

[gg The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS & MINTNG

Request for Permit Extension Validation Well Number 43013342290000

API: 43013342290000
Well Name: STATE 6-36-8-15

Location: 2099 FNL 2053 FWL QTR SENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

• If located on private land, has the ownership changed, if so, has the surface agreement been
updated? I Yes I ) No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location? I i Yes i i No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?

_

I Yes i i No

•Have there been any changes to_the access route including ownership, or rightof- way, which could
affect the proposed location? I:_ I Yes I:BI No

• Has the approved source of water for drilling changed? I Yes I:¾) No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I i Yes i No

Approved by the
•Is bonding still in place, which covers this proposed well? I i Yes .

I No Utah Division of
Oil, Gas and Mining

Signature: Mandie Crozier Date: 4/21/2010
Title: Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY Date: April 21, 2010

By:

RECEIVE D April 21,

UTAH

[gg The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS & MINTNG

Request for Permit Extension Validation Well Number 43013342290000

API: 43013342290000
Well Name: STATE 6-36-8-15

Location: 2099 FNL 2053 FWL QTR SENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

• If located on private land, has the ownership changed, if so, has the surface agreement been
updated? I Yes I ) No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location? I i Yes i i No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?

_

I Yes i i No

•Have there been any changes to_the access route including ownership, or rightof- way, which could
affect the proposed location? I:_ I Yes I:BI No

• Has the approved source of water for drilling changed? I Yes I:¾) No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I i Yes i No

Approved by the
•Is bonding still in place, which covers this proposed well? I i Yes .

I No Utah Division of
Oil, Gas and Mining

Signature: Mandie Crozier Date: 4/21/2010
Title: Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY Date: April 21, 2010

By:

RECEIVE D April 21,

UTAH

[gg The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & MINTNG

Request for Permit Extension Validation Well Number 43013342290000

API: 43013342290000
Well Name: STATE 6-36-8-15

Location: 2099 FNL 2053 FWL QTR SENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

• If located on private land, has the ownership changed, if so, has the surface agreement been
updated? I Yes I ) No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location? I i Yes i i No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?

_

I Yes i i No

•Have there been any changes to_the access route including ownership, or rightof- way, which could
affect the proposed location? I:_ I Yes I:BI No

• Has the approved source of water for drilling changed? I Yes I:¾) No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I i Yes i No

Approved by the
•Is bonding still in place, which covers this proposed well? I i Yes .

I No Utah Division of
Oil, Gas and Mining

Signature: Mandie Crozier Date: 4/21/2010
Title: Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY Date: April 21, 2010

By:

RECEIVE D April 21,

UTAH

[gg The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & MINTNG

Request for Permit Extension Validation Well Number 43013342290000

API: 43013342290000
Well Name: STATE 6-36-8-15

Location: 2099 FNL 2053 FWL QTR SENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

• If located on private land, has the ownership changed, if so, has the surface agreement been
updated? I Yes I ) No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location? I i Yes i i No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?

_

I Yes i i No

•Have there been any changes to_the access route including ownership, or rightof- way, which could
affect the proposed location? I:_ I Yes I:BI No

• Has the approved source of water for drilling changed? I Yes I:¾) No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I i Yes i No

Approved by the
•Is bonding still in place, which covers this proposed well? I i Yes .

I No Utah Division of
Oil, Gas and Mining

Signature: Mandie Crozier Date: 4/21/2010
Title: Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY Date: April 21, 2010

By:

RECEIVE D April 21,

UTAH

[gg The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & MINTNG

Request for Permit Extension Validation Well Number 43013342290000

API: 43013342290000
Well Name: STATE 6-36-8-15

Location: 2099 FNL 2053 FWL QTR SENW SEC 36 TWNP 080S RNG 150E MER S
Company Permit Issued to: NEWFIELD PRODUCTION COMPANY

Date Original Permit Issued: 4/27/2009

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that
the information as submitted in the previously approved application to drill, remains valid and does not
require revision. Following is a checklist of some items related to the application, which should be verified.

• If located on private land, has the ownership changed, if so, has the surface agreement been
updated? I Yes I ) No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or
siting requirements for this location? I i Yes i i No

• Has there been any unit or other agreements put in place that could affect the permitting or operation
of this proposed well?

_

I Yes i i No

•Have there been any changes to_the access route including ownership, or rightof- way, which could
affect the proposed location? I:_ I Yes I:BI No

• Has the approved source of water for drilling changed? I Yes I:¾) No

• Have there been any physical changes to the surface location or access route which will require a
change in plans from what was discussed at the onsite evaluation? I i Yes i No

Approved by the
•Is bonding still in place, which covers this proposed well? I i Yes .

I No Utah Division of
Oil, Gas and Mining

Signature: Mandie Crozier Date: 4/21/2010
Title: Regulatory Tech Representing: NEWFIELD PRODUCTION COMPANY Date: April 21, 2010

By:

RECEIVE D April 21,



BLM- Vernal Field Office - Notification Form

Operator Newfield Exploration Rig Name/# Ross 21 Submitted By
Adam Ferrari Phone Number 435-823-6740
Well Name/Number State 6-36-8-15
Qtr/QtrSE/NW Section _3_6_ Township _8SRange 15E
Lease Serial Number ML-21835
API Number 43-013-34219

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 12/23/2010 8:00 AM PM

Casina - Please report time casing run starts, not cementing
times.

Surface Casing
Intermediate Casing
Production Casing
Liner
Other

Date/Time 12/23/2010 2:00PM AM PM

BOPE
Initial BOPE test at surface casing point
BOPEtest at intermediate casing point
30 day BOPEtest
Other

Date/Time AM PM

BLM- Vernal Field Office - Notification Form

Operator Newfield Exploration Rig Name/# Ross 21 Submitted By
Adam Ferrari Phone Number 435-823-6740
Well Name/Number State 6-36-8-15
Qtr/QtrSE/NW Section _3_6_ Township _8SRange 15E
Lease Serial Number ML-21835
API Number 43-013-34219

Spud Notice - Spud is the initial spudding of the well, not drilling
out below a casing string.

Date/Time 12/23/2010 8:00 AM PM

Casina - Please report time casing run starts, not cementing
times.

Surface Casing
Intermediate Casing
Production Casing
Liner
Other

Date/Time 12/23/2010 2:00PM AM PM

BOPE
Initial BOPE test at surface casing point
BOPEtest at intermediate casing point
30 day BOPEtest
Other

Date/Time AM PM
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STATEOF UTAH OPERATOR: NEWFIELD PRODUCTION COMPANY OPERATORACCT.No, N2695DIVISIONOF OfL.GASANDMINING ADDRESS: RT. 3 BOX3630
ENTITYACTION FORM -FORM 6 ivivToN, UT 84052
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Of
MRV
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o. wenom oneexisungentry to a newene

P ction lerk 01/04/11
E- thor(oxplainincommentssection JAN1 8 2011

NOTE:Use COMMENT sectionto explainwhyeach ACUonCodewasselected.

DIV.0FOIL,GAS&
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. . O
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5. LEASE DESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS AND MINING
UTAH STATEML-21835

SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME
Do not use this form for proposals to drill new wells, significantly deepenexistingwells belowcurrent bottom-holedepth, reenter pluggedwells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. GMBU

l. TYPE OF WELL:
8. WELL NAME and NUMBER:OIL WELL GAS WELL O OTHER STATE 6-36-8-15

2. NAME OF OPERATOR:
9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 43013342293. ADDRESSOF OPERATOR:
PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:Route 3 Box 3630 crry Myton STATE UT ZIP 84052 435.646.3721 GREATER MB UNIT4. LOCATION OF WELL;

FOOTAGES AT SURFACE:
COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN: SENW, 36, T8S, Rl5E STATE: UT

n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O AClDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICEOF INTENT
(Submitin Duplicate) ALTER CASING FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME O PLUGBACK WATER DISPOSAL(SubmitOriginalForm Only)
CHANGE WELL STATUS PRODUCTION (START/STOP) WATERSHUT-OFFDate of Work Completion:

O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: -Spud Notice
01/10/2011 O CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On 12-23-10 Ross #29 spud and drilled 480 of 12 1/4" hole with air mist, P/U and ran 11 jts of 8 5/8" casing and set @468.25'. On1-10-11 cement wl BJ wl 220 sks of class G+2%kcl+.25#CF mixed @15.8ppg and 1.17 yield. Returned 5bbls to pit. WOC.

RECEIVED
JAN25 2011

DIV.0FOIL,GAS&MINING

NAGMNE
TDATLEEProdu3ctionEngineer

(This space for Stateuse
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n. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
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(Submitin Duplicate) ALTER CASING FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME O PLUGBACK WATER DISPOSAL(SubmitOriginalForm Only)
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O COMMINGLE PRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: -Spud Notice
01/10/2011 O CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBEPROPOSEDOR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
On 12-23-10 Ross #29 spud and drilled 480 of 12 1/4" hole with air mist, P/U and ran 11 jts of 8 5/8" casing and set @468.25'. On1-10-11 cement wl BJ wl 220 sks of class G+2%kcl+.25#CF mixed @15.8ppg and 1.17 yield. Returned 5bbls to pit. WOC.

RECEIVED
JAN25 2011

DIV.0FOIL,GAS&MINING

NAGMNE
TDATLEEProdu3ctionEngineer

(This space for Stateuse



- - NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8" CASING SET AT 468.25

LAST CASING 14 SET AT 5 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # Ross #29
TD DRILLER 480 LOGGER
HOLE SIZE 12 1/4"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 Wellhead A 1.42
11 8 5/8" Casing (shoe jt 43.05) 24 J-55 STC A 468.25
1 8 5/8" Guide Shoe A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 470.57
TOTAL LENGTH OF STRING 470.57 11 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 2.32 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 480.57

TOTAL CSG. DEI O THRDS)
468.25 11

COMPARE
TIMING

BEGIN RUN CSG. Spud 4:00 PM 12/23/2010 GOOD CIRC THRU JOB Yes
CSG. IN HOLE 6:00 PM 12/23/2010 Bbis CMT CIRC TO SURFACE 5
BEGIN CIRC 1:12 PM 1/10/2011 RECIPROCATED PIPI No
BEGIN PUMP CMT 1:23 PM 1/10/2011
BEGIN DSPL. CMT 1:39 PM 1/10/2011 BUMPED PLUG TO 183
PLUG DOWN 1:48 PM
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CEMENT USED CEMENT COMPANY- BJ
STAGE # SX CEMENT TYPE & ADDITIVES

1 220 Class"G"+2%CaCIMixed@15.8ppgWl1.17yieldRetumed5bbistopit

CENTRALIZER I: SCRATCHER PLACEMENT SHOW MAKE& SPACING
Middle of first, topof second and thirdfor a totalof three.

COMPANY REPRESENTATIVE Adam Ferrari DATE
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RECEIVED: Nov. 27, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 STATE 6-36-8-15 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2099 FNL 2053 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

11/27 /2012

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Operations Suspended

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above well has remained in suspended operations status from
February 2011 through November 2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Jennifer Peatross 435 646-4885

TITLE
 Production Technician

SIGNATURE
 N/A

DATE
 11/27/2012

November 27, 2012

Sundry Number: 32475 API Well Number: 43013342290000Sundry Number: 32475 API Well Number: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-21835

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/27/2012
WILDCAT WELL DETERMINATION OTHER OTHER: Operations Suspended

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above well has remained in suspended operations status from Accepted by the
February 2011 through November 2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 27, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jennifer Peatross 435 646-4885 Production Technician

SIGNATURE DATE
N/A 11/27/2012

RECEIVED: Nov. 27,

Sundry Number: 32475 API Well Number: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-21835
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11/27/2012
WILDCAT WELL DETERMINATION OTHER OTHER: Operations Suspended

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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Oil, Gas and Mining

FOR RECORD ONLY
November 27, 2012
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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FOR RECORD ONLY
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Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/27/2012
WILDCAT WELL DETERMINATION OTHER OTHER: Operations Suspended

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above well has remained in suspended operations status from Accepted by the
February 2011 through November 2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 27, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Jennifer Peatross 435 646-4885 Production Technician

SIGNATURE DATE
N/A 11/27/2012

RECEIVED: Nov. 27,
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CERTIFIED MAIL NO.: 7011 297000018828 1559 

Mr. Kirby Carroll 
Newfield Production Company 
1001 1 i h Street, STE 2000 
Denver, CO 80202 
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Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases 

Dear Mr. Carroll: 

As of April 2014, Newfield Production Company (Newfield) has eighteen (18) State 
Lease Wells and three (3) Fee Lease Wells (see attachment A) that are currently in non
compliance with the requirements for extended shut-in or temporarily abandoned (SIITA) status. 
Fifteen (15) wells were added to Newfield's SIITA list in 2014. 

Six (6) of these wells (attachment A) have previously been issued notices of non
compliance and were later granted extensions which have since expired in August, 2013. Five 
(5) of these wells (attachment A) have been shut-in beyond five (5) years and are cause for 
concern due to possible surface issues. The Gulf State wells were inspected by the Division and 
the State of Utah School & Institutional Trust Lands Administration (SITLA) recently showing 
multiple issues on site. These wells need to be addressed immediately and comply with rule 
R649-3-36-1.3.3 concerning the length oftime SIITA. 

The State 16-2 well has known surface issues. It has been shut-in for over 50 years. The 
Division had previously granted SIlT A extension for the State 16-2 based on well integrity and 
under the intention of waiting for water flood expansion. The area was drilled for 20 acre wells 
in early 2013; therefore the reason for the State 16-2 remaining shut-in is no longer valid. 

Wells SIlT A beyond twelve (12) consecutive months requires filing a Sundry Notice 
(R649-3-36-1). Wells with five (5) years non-activity or non-productivity shall be plugged, 
unless the Division grants approval for extended shut-in time upon a showing of good cause by 
the operator (649-3-36-1.3.3). For extended SIITA consideration the operator shall provide the 
Utah Division of Oil, Gas & Mining with the following: 

1. Reasons for SIITA of the well (R649-3-36-l.l) 

2. The length of time the well is expected to be SIITA (R649-3-36-1.2), and 

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801 
telephone (801) 538-5340. facsimile (801) 359-3940. TTY (801) 538-7458. www.ogm.utah.gov 
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CERTIFIED MAIL NO.: 7011 2970 0001 8828 1559

Mr. Kirby Carroll
Newfield Production Company
1001 17th Street, STE 2000 SLP ¶ S l SE
Denver, CO 80202

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases

Dear Mr. Carroll:

As of April 2014, Newfield Production Company (Newfield) has eighteen (18) State
Lease Wells and three (3) Fee Lease Wells (see attachment A) that are currently in non-
compliance with the requirements for extended shut-in or temporarily abandoned (SI/TA) status.
Fifteen (15) wells were added to Newfield's SI/TA list in 2014.

Six (6) of these wells (attachment A) have previously been issued notices of non-
compliance and were later granted extensions which have since expired in August, 2013. Five
(5) of these wells (attachment A) have been shut-in beyond five (5) years and are cause for
concern due to possible surface issues. The Gulf State wells were inspected by the Division and
the State of Utah School & Institutional Trust Lands Administration (SITLA) recently showing
multiple issues on site. These wells need to be addressed immediately and comply with rule
R649-3-36-1.3.3 concerning the length of time SI/TA.

The State 16-2 well has known surface issues. It has been shut-in for over 50 years. The
Division had previously granted SI/TA extension for the State 16-2 based on well integrity and
under the intention of waiting for water flood expansion. The area was drilled for 20 acre wells
in early 2013; therefore the reason for the State 16-2 remaining shut-in is no longer valid.

Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice
(R649-3-36-1). Wells with five (5) Years non-activity or non-productivity shall be plugged,
unless the Division grants approval for extended shut-in time upon a showing of good cause by
the operator (649-3-36-1.3.3). For extended SI/TA consideration the operator shall provide the
Utah Division of Oil, Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1)

2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
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CERTIFIED MAIL NO.: 7011 2970 0001 8828 1559

Mr. Kirby Carroll
Newfield Production Company
1001 17th Street, STE 2000 SLP ¶ S l SE
Denver, CO 80202

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases

Dear Mr. Carroll:

As of April 2014, Newfield Production Company (Newfield) has eighteen (18) State
Lease Wells and three (3) Fee Lease Wells (see attachment A) that are currently in non-
compliance with the requirements for extended shut-in or temporarily abandoned (SI/TA) status.
Fifteen (15) wells were added to Newfield's SI/TA list in 2014.

Six (6) of these wells (attachment A) have previously been issued notices of non-
compliance and were later granted extensions which have since expired in August, 2013. Five
(5) of these wells (attachment A) have been shut-in beyond five (5) years and are cause for
concern due to possible surface issues. The Gulf State wells were inspected by the Division and
the State of Utah School & Institutional Trust Lands Administration (SITLA) recently showing
multiple issues on site. These wells need to be addressed immediately and comply with rule
R649-3-36-1.3.3 concerning the length of time SI/TA.

The State 16-2 well has known surface issues. It has been shut-in for over 50 years. The
Division had previously granted SI/TA extension for the State 16-2 based on well integrity and
under the intention of waiting for water flood expansion. The area was drilled for 20 acre wells
in early 2013; therefore the reason for the State 16-2 remaining shut-in is no longer valid.

Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice
(R649-3-36-1). Wells with five (5) Years non-activity or non-productivity shall be plugged,
unless the Division grants approval for extended shut-in time upon a showing of good cause by
the operator (649-3-36-1.3.3). For extended SI/TA consideration the operator shall provide the
Utah Division of Oil, Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1)

2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and
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CERTIFIED MAIL NO.: 7011 2970 0001 8828 1559

Mr. Kirby Carroll
Newfield Production Company
1001 17th Street, STE 2000 SLP ¶ S l SE
Denver, CO 80202

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases

Dear Mr. Carroll:

As of April 2014, Newfield Production Company (Newfield) has eighteen (18) State
Lease Wells and three (3) Fee Lease Wells (see attachment A) that are currently in non-
compliance with the requirements for extended shut-in or temporarily abandoned (SI/TA) status.
Fifteen (15) wells were added to Newfield's SI/TA list in 2014.

Six (6) of these wells (attachment A) have previously been issued notices of non-
compliance and were later granted extensions which have since expired in August, 2013. Five
(5) of these wells (attachment A) have been shut-in beyond five (5) years and are cause for
concern due to possible surface issues. The Gulf State wells were inspected by the Division and
the State of Utah School & Institutional Trust Lands Administration (SITLA) recently showing
multiple issues on site. These wells need to be addressed immediately and comply with rule
R649-3-36-1.3.3 concerning the length of time SI/TA.

The State 16-2 well has known surface issues. It has been shut-in for over 50 years. The
Division had previously granted SI/TA extension for the State 16-2 based on well integrity and
under the intention of waiting for water flood expansion. The area was drilled for 20 acre wells
in early 2013; therefore the reason for the State 16-2 remaining shut-in is no longer valid.

Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice
(R649-3-36-1). Wells with five (5) Years non-activity or non-productivity shall be plugged,
unless the Division grants approval for extended shut-in time upon a showing of good cause by
the operator (649-3-36-1.3.3). For extended SI/TA consideration the operator shall provide the
Utah Division of Oil, Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1)

2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and
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Mr. Kirby Carroll
Newfield Production Company
1001 17th Street, STE 2000 SLP ¶ S l SE
Denver, CO 80202

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases

Dear Mr. Carroll:

As of April 2014, Newfield Production Company (Newfield) has eighteen (18) State
Lease Wells and three (3) Fee Lease Wells (see attachment A) that are currently in non-
compliance with the requirements for extended shut-in or temporarily abandoned (SI/TA) status.
Fifteen (15) wells were added to Newfield's SI/TA list in 2014.

Six (6) of these wells (attachment A) have previously been issued notices of non-
compliance and were later granted extensions which have since expired in August, 2013. Five
(5) of these wells (attachment A) have been shut-in beyond five (5) years and are cause for
concern due to possible surface issues. The Gulf State wells were inspected by the Division and
the State of Utah School & Institutional Trust Lands Administration (SITLA) recently showing
multiple issues on site. These wells need to be addressed immediately and comply with rule
R649-3-36-1.3.3 concerning the length of time SI/TA.

The State 16-2 well has known surface issues. It has been shut-in for over 50 years. The
Division had previously granted SI/TA extension for the State 16-2 based on well integrity and
under the intention of waiting for water flood expansion. The area was drilled for 20 acre wells
in early 2013; therefore the reason for the State 16-2 remaining shut-in is no longer valid.

Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice
(R649-3-36-1). Wells with five (5) Years non-activity or non-productivity shall be plugged,
unless the Division grants approval for extended shut-in time upon a showing of good cause by
the operator (649-3-36-1.3.3). For extended SI/TA consideration the operator shall provide the
Utah Division of Oil, Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1)

2. The length of time the well is expected to be SI/TA (R649-3-36-1.2), and
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Newfield Production Company 
August 21, 2014 

3. An explanation and supporting data if necessary, for showing the well has 
integrity, meaning that the casing, cement, equipment condition, static fluid level, 
pressure, existence or absence of Underground Sources of Drinking Water and 
other factors do not make the well a risk to public health and safety or the 
environment (R649-3-36-1.3). 

Please note that the Divisions preferred method for showing well integrity is by MIT 

Submitting the information suggested below may help show well integrity and may help 
qualify your well for extended SIITA. Note: As of July 1,2003, wells in violation of the SIfrA 
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3). 

1. Wellbore diagram, and 
2. Copy of recent casing pressure test, and 
3. Current pressures on the wellbore (tubing pressure, casing pressure, and 

casing/casing annuli pressure) showing wellbore has integrity, and 
4. Fluid level in the wellbore, and 
5. An explanation of how the submitted information proves integrity. 

If the required information is not received within 30 days of the date of this notice, further 
actions may be initiated. If you have any questions concerning this matter, please contact me at 
(801) 538-5281. 

DKDIJP/js 

cc: Compliance File 
Well File 
La Vonne Garrison, SITLA 

GriM 
Dustin K. Doucet I 
Petroleum Engineer 

N :\O&G Reviewed Docs\ChronFiIe\PetroleumEngineer\SIT A 
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Newfield Production Company
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3. An explanation and supporting data if necessary, for showing the well has
integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3).

Please note that the Divisions preferred method for showing well integrity is by MIT

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the wellbore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

cerely,

Dustin K. Doucet
Petroleum Engineer

DKD/JP/js

cc: Compliance File
Well File
LaVonne Garrison, SITLA

N:\O&G Reviewed
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Newfield Production Company
August 21, 2014

3. An explanation and supporting data if necessary, for showing the well has
integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3).

Please note that the Divisions preferred method for showing well integrity is by MIT

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the wellbore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

cerely,

Dustin K. Doucet
Petroleum Engineer

DKD/JP/js

cc: Compliance File
Well File
LaVonne Garrison, SITLA

N:\O&G Reviewed
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Newfield Production Company
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3. An explanation and supporting data if necessary, for showing the well has
integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3).

Please note that the Divisions preferred method for showing well integrity is by MIT

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the wellbore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

cerely,

Dustin K. Doucet
Petroleum Engineer

DKD/JP/js

cc: Compliance File
Well File
LaVonne Garrison, SITLA

N:\O&G Reviewed
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Newfield Production Company
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3. An explanation and supporting data if necessary, for showing the well has
integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3).

Please note that the Divisions preferred method for showing well integrity is by MIT

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1. Wellbore diagram, and
2. Copy of recent casing pressure test, and
3. Current pressures on the wellbore (tubing pressure, casing pressure, and

casing/casing annuli pressure) showing wellbore has integrity, and
4. Fluid level in the wellbore, and
5. An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

cerely,

Dustin K. Doucet
Petroleum Engineer

DKD/JP/js

cc: Compliance File
Well File
LaVonne Garrison, SITLA

N:\O&G Reviewed



ATTACHMENT A 

Well Name API LEASE Years Inactive Prior Notice 

1 STATE 16-2 43-013-30552 ML-3453B ~.j.'I' ~~IIiIililu~ 2nd NOTICE 

2 SUNDANCE 16-32-8-18 43-047-34466 ML-22058 IUI~·j.'I' ~~IUIiIillio.o 2nd NOTICE 

3 GULF STATE 36-22 43-047-31892 ML-22057 ra·j.:-l·· ~ 'I'IilIiJilI ill 2nd NOTICE 

4 GULF STATE 36-13 43-047-31345 ML-22057 ~' l~.I~-1~IiP. 1ST NOTICE 

5 GULF STATE 36-12 43-047-31864 ML-22057 '".,A' ,~·I ~'I'I'i"WTI11 W 1ST NOTICE 

6 NGC ST 33-32 43-047-31116 ML-22058 2 years 5 month 1ST NOTICE 

7 ASHLEY ST 12-2-9-15 43-013-32576 ML-43538 1 year 5 months 

8 ODEKIRK SPRING 4-36-8-17 43-047-32764 ML-44305 1 year 6 months 

9 GMBU G-32-8-16 43-013-50835 ML-21836 2 years 8 months 

10 HANCOCK 11-23-4-1 43-047-33081 FEE 1 year 3 months 

11 MOON 3-20-4-2 43-013-50007 FEE 1 ~ear 1 month 

12 S MON BUTTE ST P-2-9-16 43-013-50118 ML-21839 1 ~ear 9 months 

13 STATE 2-2-9-18 43-047 -3577 4 ML-48377 2 ~ears 2 months 

14 STATE 3-16-9-18 43-047-35813 ML-48378 1 year 1 month 

15 STATE 5-2-9-18 43-047-35777 ML-48377 1 year 2 months 

16 STATE 5-36-8-15 43-013-34230 ML-21835 1 year 11 months 

17 STATE 6-36-8-15 43-013-34229 ML-21835 3 years 3 months 

18 STATE 7-2-9-18 43-047 -35787 ML-48377 1 year 5 months 

19 TERRY-PREWITT 11-19-4-1 43-013-50074 FEE 2 years 2 months 

20 WELLS DRAW 4-32-8-16 43-013-32222 ML-21836 1 year 2 months 

21 WELLS DRAW ST 7-36 43-013-30934 ML-21835 1 year 

ATTACHMENT A

Well Name API LEASE Years Inactive Prior Notice

1 STATE 16-2 43-013-30552 ML-3453B 2ndNOTICE

2 SUNDANCE 16-32-8-18 43-047-34466 ML-22058 2ndNOTICE

3 GULF STATE 36-22 43-047-31892 ML-22057 2ndNOTICE

4 GULF STATE 36-13 43-047-31345 ML-22057 isT NOTICE

5 GULF STATE 36-12 43-047-31864 ML-22057 1st NOTICE

6 NGC ST 33-32 43-047-31116 ML-22058 2 years 5 month 1sT NOTICE
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12 S MON BUTTE ST P-2-9-16 43-013-50118 ML-21839 1 year 9 months

13 STATE 2-2-9-18 43-047-35774 ML-48377 2 years 2 months
14 STATE 3-16-9-18 43-047-35813 ML-48378 1 year 1 month

15 STATE 5-2-9-18 43-047-35777 ML-48377 1 year 2 months
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ATTACHMENT A

Well Name API LEASE Years Inactive Prior Notice

1 STATE 16-2 43-013-30552 ML-3453B 2ndNOTICE

2 SUNDANCE 16-32-8-18 43-047-34466 ML-22058 2ndNOTICE

3 GULF STATE 36-22 43-047-31892 ML-22057 2ndNOTICE

4 GULF STATE 36-13 43-047-31345 ML-22057 isT NOTICE

5 GULF STATE 36-12 43-047-31864 ML-22057 1st NOTICE

6 NGC ST 33-32 43-047-31116 ML-22058 2 years 5 month 1sT NOTICE
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8 ODEKIRK SPRING 4-36-8-17 43-047-32764 ML-44305 1 year 6 months
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15 STATE 5-2-9-18 43-047-35777 ML-48377 1 year 2 months
16 STATE 5-36-8-15 43-013-34230 ML-21835 1 year 11 months

17 STATE 6-36-8-15 43-013-34229 ML-21835 3 years 3 months
18 STATE 7-2-9-18 43-047-35787 ML-48377 1 year 5 months

19 TERRY-PREWITT 11-19-4-1 43-013-50074 FEE 2 years 2 months
20 WELLS DRAW 4-32-8-16 43-013-32222 ML-21836 1 year 2 months
21 WELLS DRAW ST 7-36 43-013-30934 ML-21835 1

ATTACHMENT A

Well Name API LEASE Years Inactive Prior Notice

1 STATE 16-2 43-013-30552 ML-3453B 2ndNOTICE

2 SUNDANCE 16-32-8-18 43-047-34466 ML-22058 2ndNOTICE

3 GULF STATE 36-22 43-047-31892 ML-22057 2ndNOTICE

4 GULF STATE 36-13 43-047-31345 ML-22057 isT NOTICE

5 GULF STATE 36-12 43-047-31864 ML-22057 1st NOTICE

6 NGC ST 33-32 43-047-31116 ML-22058 2 years 5 month 1sT NOTICE

7 ASHLEY ST 12-2-9-15 43-013-32576 ML-43538 1 year 5 months

8 ODEKIRK SPRING 4-36-8-17 43-047-32764 ML-44305 1 year 6 months

9 GMBU G-32-8-16 43-013-50835 ML-21836 2 years 8 months

10 HANCOCK 11-23-4-1 43-047-33081 FEE 1 year 3 months
11 MOON 3-20-4-2 43-013-50007 FEE 1 year 1 month

12 S MON BUTTE ST P-2-9-16 43-013-50118 ML-21839 1 year 9 months

13 STATE 2-2-9-18 43-047-35774 ML-48377 2 years 2 months
14 STATE 3-16-9-18 43-047-35813 ML-48378 1 year 1 month

15 STATE 5-2-9-18 43-047-35777 ML-48377 1 year 2 months
16 STATE 5-36-8-15 43-013-34230 ML-21835 1 year 11 months

17 STATE 6-36-8-15 43-013-34229 ML-21835 3 years 3 months
18 STATE 7-2-9-18 43-047-35787 ML-48377 1 year 5 months

19 TERRY-PREWITT 11-19-4-1 43-013-50074 FEE 2 years 2 months
20 WELLS DRAW 4-32-8-16 43-013-32222 ML-21836 1 year 2 months
21 WELLS DRAW ST 7-36 43-013-30934 ML-21835 1



RECEIVED: Dec. 17, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 STATE 6-36-8-15 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2099 FNL 2053 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

12/17 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Newfield proposes to Plug and Abandon this above
mentioned well. See attached proposed Plug and Abandon

Procedure.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 12/17/2014

January 07, 2015

Sundry Number: 59056 API Well Number: 43013342290000Sundry Number: 59056 API Well Number: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-21835

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to Plug and Abandon this above Approved by the
mentioned well. See attached proposed Plug and Abandon utah Division of

Procedure. Oil, Gas and Mining

January 07, 2015

PleaseReviewAtladiedCuditiusofAppron\

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 12/17/2014

RECEIVED: Dec. 17,

Sundry Number: 59056 API Well Number: 43013342290000

FORM 9
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1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:
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Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to Plug and Abandon this above Approved by the
mentioned well. See attached proposed Plug and Abandon utah Division of

Procedure. Oil, Gas and Mining

January 07, 2015

PleaseReviewAtladiedCuditiusofAppron\

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 12/17/2014

RECEIVED: Dec. 17,

Sundry Number: 59056 API Well Number: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-21835

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/17/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Newfield proposes to Plug and Abandon this above Approved by the
mentioned well. See attached proposed Plug and Abandon utah Division of

Procedure. Oil, Gas and Mining

January 07, 2015

PleaseReviewAtladiedCuditiusofAppron\

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 12/17/2014

RECEIVED: Dec. 17,



RECEIVED: Jan. 07, 2015

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43013342290000

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please call
Dan Jarvis at 801-538-5338. 

2. Add Plug #1: A 100’ plug (±12 sx) shall be balanced from ±3885’ to 3785’. This will isolate the
top of the waterflood interval and hydrocarbons from waters uphole. 

3. All balanced plugs shall be tagged to ensure that they are at the depth specified. 

4. All annuli shall be cemented from a minimum depth of 100’ to the surface. 

5. The interval between plugs shall be filled with noncorrosive fluid of adequate density to
prevent migration of formation water into or through the well bore (R649-3-24-3.5). 

6. Surface reclamation shall be done in accordance with R649-3-34 – Well Site Restoration. 

7. All requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply. 

8. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet
at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure. 

9. All other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply. 

Sundry Number: 59056 API Well Number: 43013342290000Sundry Number: 59056 API Well Number: 43013342290000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, BAS Pr NINTfdG

Sundry Conditions of Approval Well Number 43013342290000

1. Notify the Division at least 24 hours prior to conducting abandonment operations. Please call
Dan Jarvis at 801-538-5338.

2. Add Plug #1: A 100' plug (±12 sx) shall be balanced from ±3885' to 3785'. This will isolate the
top of the waterflood interval and hydrocarbons from waters uphole.

3. AII balanced plugs shall be tagged to ensure that they are at the depth specified.

4. AII annuli shall be cemented from a minimum depth of 100' to the surface.

5. The interval between plugs shall be filled with noncorrosive fluid of adequate density to
prevent migration of formation water into or through the well bore (R649-3-24-3.5).

6. Surface reclamation shall be done in accordance with R649-3-34 - Well Site Restoration.

7. AII requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

8. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet
at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure.

9. AII other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply.

RECEIVED: Jan. 07,

Sundry Number: 59056 API Well Number: 43013342290000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, BAS Pr NINTfdG
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7. AII requirements in the Oil and Gas Conservation General Rule R649-3-24 shall apply.

8. If there are any changes to the procedure or the wellbore configuration, notify Dustin Doucet
at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure.

9. AII other requirements for notice and reporting in the Oil and Gas Conservation General Rules
shall apply.

RECEIVED: Jan. 07,

Sundry Number: 59056 API Well Number: 43013342290000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
TI, BAS Pr NINTfdG
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at 801-538-5281 (ofc) or 801-733-0983 (home) prior to continuing with the procedure.
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shall apply.

RECEIVED: Jan. 07,



RECEIVED: Jan. 07, 2015

Sundry Number: 59056 API Well Number: 43013342290000Sundry Number: 59056 API Well Number: 43013342290000

12/24/2014 Wellbore Diagram r263

API Well No: 43-013-34229-00-00 Permit No: Well Name/No: STATE 6-36-8-15

Company Name: NEWFIELD PRODUCTION COMPANY

Location: See: 36 T: 8S R: 15E Spot: SENW String Information

Coordinates: X: 569693 Y: 4436506 Bottom Diameter Weight Length C.
String (ft sub) (inches) (Ib/ft) (ft) C(

Field Name: MONUMENT BUTTE HOL1 468 12.25
County Name: DUCHESNE SURF 468 8.625 24

HOL2 6355 7.875

PROD 6355 5.5 15.5 p . ( 3 36 7 .

Cement from 468 ft to surface

i Surface: 8.625 in. @468 ft Lc' Lf3M9/J 9 60 Hole: 12.25 in. @468 ft ¯¯¯¯¯¯¯¯¯ ¯ ¯¯

Cement Information
CAA\/19% BOC TOC

String (ft sub) (ft sub) Class Sacks
PROD 6355 46 50 400

PROD 6355 46 LT 300

SURF 468 0 G 220

Perforation Information

I

L - Formation Information
Formation Depth
UNTA 0
BMSW 450
GRRV 1585
GARGL 3835

Cement from 6355 ft to 46 ft.
DGCRK 4870
CSLPK 5780

Production: 5.5 in. @6355 ftSg 3 - WSTC 6315

Hole: 7.875 in. @6355 ft

T ): 6355 TVD: PBTD:

Page
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RECEIVED: Dec. 17, 2014

NEWFIELD PRODUCTION COMPANY 
State 6-36-8-15 

Plug & Abandonment Procedure 
 

DOWNHOLE DATA  
Elevation: 5761’ GL; 5773’ RKB  
TD: 6355’  
Surface casing: 8-5/8” J55 24# @ 476’ 

cmt w/220 sx 
Circ. To surf. 

Production casing: 5-1/2” J55 15.5# @ 6406’ 
cmt w/300 sxs prem. lite and 
400 sxs 50/50 poz 

ID: 4.950”; Drift: 4.825” 
TOC @ 46’                                

PBTD: N/A  
Tubing: N/A  

 
Existing Perfs: N/A  
  
Notes: No cased hole probs noted  
          

PROCEDURE 
1. Notify BLM or Utah DOGM as necessary prior to P&A.  Dig, line, and fence pit as necessary 

for cement wash up and returns. 
 
2. MIRU SU.  ND WH and NU BOP. 
 
3. RIH w/ tbg to 500’ and establish circulation. RU cementing company. 
 
4. Plug #1:  Mix and pump a total of 59 sxs Class G neat cement or equivalent (67.9 ft^3) cement 

from 500’ up to surface. 
 
5. POOH w/ tbg and top off cement.  
 
6. ND BOP and NU tubing head adapter or other w/ valve. 

 
7. RDMO cementing company and rig. 
 
8. MI welder and cut off 5-1/2” and 8-5/8” casing below grade and weld on P&A marker. 

Sundry Number: 59056 API Well Number: 43013342290000Sundry Number: 59056 API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY
State 6-36-8-15

Plug & Abandonment Procedure

DOWNHOLE DATA
Elevation: 5761' GL; 5773' RKB
TD: 6355'
Surface casing: 8-5/8" J55 24# @476' Circ. To surf.

cmt w/220 sx
Production casing: 5-1/2" J55 15.5# @6406' ID: 4.950"; Drift: 4.825"

cmt w/300 sxs prem. lite and TOC @46'

400 sxs 50/50 poz
PBTD: N/A
Tubing: N/A

Existing Perfs: N/A

Notes: No cased hole probs noted

PROCEDURE
1. Notify BLM or Utah DOGM as necessary prior to P&A. Dig, line, and fence pit as necessary

for cement wash up and returns.

2. MIRU SU. ND WH and NU BOP.

3. RIH w/ tbg to 500' and establish circulation. RU cementing company.

4. Plug #1: Mix and pump a total of 59 sxs Class G neat cement or equivalent (67.9 ft^3) cement
from 500' up to surface.

5. POOH w/ tbg and top off cement.

6. ND BOP and NU tubing head adapter or other w/ valve.

7. RDMO cementing company and rig.

8. MI welder and cut off 5-1/2" and 8-5/8" casing below grade and weld on P&A marker.

RECEIVED: Dec. 17,

Sundry Number: 59056 API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY
State 6-36-8-15

Plug & Abandonment Procedure

DOWNHOLE DATA
Elevation: 5761' GL; 5773' RKB
TD: 6355'
Surface casing: 8-5/8" J55 24# @476' Circ. To surf.

cmt w/220 sx
Production casing: 5-1/2" J55 15.5# @6406' ID: 4.950"; Drift: 4.825"

cmt w/300 sxs prem. lite and TOC @46'

400 sxs 50/50 poz
PBTD: N/A
Tubing: N/A

Existing Perfs: N/A

Notes: No cased hole probs noted

PROCEDURE
1. Notify BLM or Utah DOGM as necessary prior to P&A. Dig, line, and fence pit as necessary

for cement wash up and returns.

2. MIRU SU. ND WH and NU BOP.

3. RIH w/ tbg to 500' and establish circulation. RU cementing company.

4. Plug #1: Mix and pump a total of 59 sxs Class G neat cement or equivalent (67.9 ft^3) cement
from 500' up to surface.

5. POOH w/ tbg and top off cement.

6. ND BOP and NU tubing head adapter or other w/ valve.

7. RDMO cementing company and rig.

8. MI welder and cut off 5-1/2" and 8-5/8" casing below grade and weld on P&A marker.

RECEIVED: Dec. 17,

Sundry Number: 59056 API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY
State 6-36-8-15

Plug & Abandonment Procedure

DOWNHOLE DATA
Elevation: 5761' GL; 5773' RKB
TD: 6355'
Surface casing: 8-5/8" J55 24# @476' Circ. To surf.

cmt w/220 sx
Production casing: 5-1/2" J55 15.5# @6406' ID: 4.950"; Drift: 4.825"

cmt w/300 sxs prem. lite and TOC @46'

400 sxs 50/50 poz
PBTD: N/A
Tubing: N/A

Existing Perfs: N/A

Notes: No cased hole probs noted

PROCEDURE
1. Notify BLM or Utah DOGM as necessary prior to P&A. Dig, line, and fence pit as necessary

for cement wash up and returns.

2. MIRU SU. ND WH and NU BOP.

3. RIH w/ tbg to 500' and establish circulation. RU cementing company.

4. Plug #1: Mix and pump a total of 59 sxs Class G neat cement or equivalent (67.9 ft^3) cement
from 500' up to surface.

5. POOH w/ tbg and top off cement.

6. ND BOP and NU tubing head adapter or other w/ valve.

7. RDMO cementing company and rig.

8. MI welder and cut off 5-1/2" and 8-5/8" casing below grade and weld on P&A marker.

RECEIVED: Dec. 17,



RECEIVED: Dec. 17, 2014

State 6-36-8-15

2099’ FNL & 2053’ FWL SE/NW 

Section 36-T8S-R15E

Duchesne Co, Utah

API # 43-013-34229; Lease # ML-21835   

State 6-36-8-15

Wellbore Diagram

SURFACE CASING

PRODUCTION CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 11 jts (468’)

DEPTH LANDED: 526’ KB

HOLE SIZE: 12-1/4”

CEMENT DATA: 220 sx class ‘G’ cmt  

CSG SIZE: 5-1/2”

GRADE: J-55 

WEIGHT: 15.5# 

LENGTH: 150 jts  (6352’) 

HOLE SIZE: 7-7/8”

TOTAL  DEPTH: 6355’ 

CEMENT DATA: 300 sx Prem. Lite and 400 sx 50/50 poz 

CEMENT TOP AT: 46’  

Spud Date: 1/13/2011  
Put on Production: N/A  

GL:5761’   KB:5779’

FRAC JOB

TD @ 6355’ 

Cement top @ 46’  

Plug #1: 500’ 
up to surface

End of Surface 
Casing: 468’

Sundry Number: 59056 API Well Number: 43013342290000Sundry Number: 59056 API Well Number: 43013342290000

State 6-36-8-15
Spud Date: 1/13/2011
Put on Production: N/A Wellbore Diagram
GL:5761' KB:5779'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

Cementtop @46'
GRADE: J-55

-

-

WEIGHT: 24#

LENGTH:lljts(468')

DEPTHLANDED:526'KB

HOLE SIZE: 12-1/4"

CEMENT DATA: 220 sx class 'G' cmt

End of Surface
- - Casing: 468'

Plug #1: 500' -

up to surface

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 150 jts (6352')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6355'

CEMENT DATA: 300 sxPrem. Lite and 400 sx 50/50 poz

CEMENT TOP AT: 46'

NEWFTELD

State 6-36-8-15
TD@6355'

2099' FNL & 2053' FWL SE/NW

Section 36-T8S-R15E

Duchesne Co, Utah

API # 43-013-34229; Lease # ML-21835

RECEIVED: Dec. 17,

Sundry Number: 59056 API Well Number: 43013342290000

State 6-36-8-15
Spud Date: 1/13/2011
Put on Production: N/A Wellbore Diagram
GL:5761' KB:5779'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

Cementtop @46'
GRADE: J-55

-

-

WEIGHT: 24#

LENGTH:lljts(468')

DEPTHLANDED:526'KB

HOLE SIZE: 12-1/4"

CEMENT DATA: 220 sx class 'G' cmt

End of Surface
- - Casing: 468'

Plug #1: 500' -

up to surface

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 150 jts (6352')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6355'

CEMENT DATA: 300 sxPrem. Lite and 400 sx 50/50 poz

CEMENT TOP AT: 46'

NEWFTELD

State 6-36-8-15
TD@6355'

2099' FNL & 2053' FWL SE/NW

Section 36-T8S-R15E

Duchesne Co, Utah

API # 43-013-34229; Lease # ML-21835

RECEIVED: Dec. 17,

Sundry Number: 59056 API Well Number: 43013342290000

State 6-36-8-15
Spud Date: 1/13/2011
Put on Production: N/A Wellbore Diagram
GL:5761' KB:5779'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

Cementtop @46'
GRADE: J-55

-

-

WEIGHT: 24#

LENGTH:lljts(468')

DEPTHLANDED:526'KB

HOLE SIZE: 12-1/4"

CEMENT DATA: 220 sx class 'G' cmt

End of Surface
- - Casing: 468'

Plug #1: 500' -

up to surface

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 150 jts (6352')

HOLE SIZE: 7-7/8"

TOTAL DEPTH: 6355'

CEMENT DATA: 300 sxPrem. Lite and 400 sx 50/50 poz

CEMENT TOP AT: 46'

NEWFTELD

State 6-36-8-15
TD@6355'

2099' FNL & 2053' FWL SE/NW

Section 36-T8S-R15E

Duchesne Co, Utah

API # 43-013-34229; Lease # ML-21835

RECEIVED: Dec. 17,



RECEIVED: Jan. 06, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 STATE 6-36-8-15 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2099 FNL 2053 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /6 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Drilling Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The Daily Drilling Reports as well as Surface and Production Casing
Reports were never submitted for this well that was originally drilled in

2011. See Attached Reports.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 1 /6 /2015

February 03, 2015

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-21835

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 6 /2 0 15
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Drilling Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Daily Drilling Reports as well as Surface and Production Casing Accepted by the
Reports were never submitted for this well that was originally drilled in Utah Division of

2011. See Attached Reports. Oil, Gas and Mining

FOR RECORD ONLY
February 03, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 1/6/2015

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-21835

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well STATE 6-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/ 6 /2 0 15
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: Drilling Report

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Daily Drilling Reports as well as Surface and Production Casing Accepted by the
Reports were never submitted for this well that was originally drilled in Utah Division of

2011. See Attached Reports. Oil, Gas and Mining

FOR RECORD ONLY
February 03, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 1/6/2015

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Contract Pers. 6

Grade

TFA: SPR #2:

Newfield Pers.

Daily Drilling Report 1/13/2011

AV DP/DC:

Diesel Used:

S/N

%P @ bit:

Incident

On 12-23-10 Ross #29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts of 8 5/8" casing set @ 468.25', On 1-10-11 cement w/ BJ w/ 220 sks of 
class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17 yield. Returned 5bbls to pit

0 / -20

Diesel on Loc:None calm
clear

Footage

Inc

0.00

Depth

Function Test?
BOP Drill?

0

Calcium:
Chlorides:

LCM (ppb):

1

Total Length:

ODComponent Length ID

Bottom
5'

481'

0

71,156

19568

248 5/8"

TopConnection

Field:

Location:

County:

State:

Elevation: 5761

UT

Shoe TestSize

DUCHESNE

Type
14Conductor

GradeWeight

Type:

Surface

STATE 6-36-8-15

S36 T8S R15E

SPUD 1Ross #29

Waiting on Cement

Rig Name:GMBU CTB1

480'

480'

480'

480'

0'
0'J-55 STC

Tot RPM:
Torque:
P/U Wt:

Weight:
WOB:

Oil/H2O Ratio:
ES:

YP:

pH:

10s Gels:

API Filtrate:

10m Gels:

Air/Mist

HPHT Filtrate:
Cake:

Vis:
PV:

/

% LGS:
% Sand:

MBT:
Pm:
Pf/Mf:
% Solids:

Rot Wt:
S/O Wt:
Max Pull:

yield. Returned 5bbls to pit, bump plug to 183 psi, BLM and State were notified of spud via email.

Trip Gas:

Diesel Recvd:
Last BOP Test:
BOP Test Press:

High / Low

Wait on NDSI #3

Wind:
Conditions:

Jet Vel:
SPR #1:

InJets Out

GPM:
HHP/in2:

Avg Gas:
Max Gas:
Cnx Gas:

On 12-23-10 Ross # 29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts. Of 8 5/8" casing set

Azi

PP:

@ 468.25'. On 1-10-11 cement w/ BJ w/ 220 sks of class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17

ROP

Summary

Type HrsBit # Size Make

Formation: UINTAH

From To Hours P / U

KB: 12

Rig Email: aferrari@newfield.com

435- 823-6740

Supervisor: Adam Ferrari

Supervisor 2:

01/19/11

71,156

Report No:

Since Spud:

AFE No:

Daily Cost:

Cum. Cost:

Rig Release Date

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWF I ELD Weil Name: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/13/2011
ROŒY MULN IAINs Present Ops: Waiting on Cement

Field: GMBU CTB1 Rig Name: Ross #29 Report No: SPUD 1
Location: S36 T8S R15E KB: 12 Since Spud:
County· DUCHESNE Supervisor: Adam Ferrari AFE No: 19568
State: UT Supervisor 2: Daily Cost: 71,156
Elevation: 5761 Rig Phone: 435- 823-6740 Cum. Cost: 71,156

Formation: UINTAH Rig Email: aferrari@newfield.com Rig Release Date 01/19/11

Depth (MD): 480' PTD (MD): 480' Daily Footage: Avg ROP:
Depth (TVD): 480' PTD (TVD): 480' Drilling Hours: Exp TD Date:

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 O' 5'
Surface 8 5/8" 24 J-55 STC O' 481'

Mud Properties Drilling Parameters: BHA:
Type: Air/Mist WOB: Component Length ID OD
Weight: Tot RPM:
Vis: Torque:
PV: PIU Wt:
YP: Rot Wt:
10s Gels: SIO Wt:
10m Gels: Max Pull:
pH: Avg Gas:
API Filtrate: Max Gas:
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm:
PflMf: I
% Solids: Total Length: 0.00
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: HHPlin : AV DPIDC:
Calcium: GPM: %P @bit: SPR #1:
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

Activity Summary (6:00cm - 6:00am)
From To Hours P I U Summary

On 12-23-10 Ross # 29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts. Of 8 5/8" casing set

@468.25'. On 1-10-11 cement w/ BJ w/ 220 sks of class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17
yield. Returned 5bbls to pit, bump plug to 183 psi, BLM and State were notified of spud via email.

24 Hour Activity Summary:
On 12-23-10 Ross #29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts of 8 5/8" casing set @468.25', On 1-10-11 cement wl BJ wl 220 sks of
class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17 yield. Returned 5bbls to pit

24 Hour Plan Forward:
Wait on NDSI #3

Safety Weather Fuel
Last BOP Test: BOP Drill? High I Low 0 / -20 Diesel Used:
BOP Test Press: Function Test? Conditions: clear Diesel Recvd: 0
Newfield Pers. 1 Incident None Wind: calm Diesel on Loc: 0
Contract Pers. 6

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWF I ELD Weil Name: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/13/2011
ROŒY MULN IAINs Present Ops: Waiting on Cement

Field: GMBU CTB1 Rig Name: Ross #29 Report No: SPUD 1
Location: S36 T8S R15E KB: 12 Since Spud:
County· DUCHESNE Supervisor: Adam Ferrari AFE No: 19568
State: UT Supervisor 2: Daily Cost: 71,156
Elevation: 5761 Rig Phone: 435- 823-6740 Cum. Cost: 71,156

Formation: UINTAH Rig Email: aferrari@newfield.com Rig Release Date 01/19/11

Depth (MD): 480' PTD (MD): 480' Daily Footage: Avg ROP:
Depth (TVD): 480' PTD (TVD): 480' Drilling Hours: Exp TD Date:

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 O' 5'
Surface 8 5/8" 24 J-55 STC O' 481'

Mud Properties Drilling Parameters: BHA:
Type: Air/Mist WOB: Component Length ID OD
Weight: Tot RPM:
Vis: Torque:
PV: PIU Wt:
YP: Rot Wt:
10s Gels: SIO Wt:
10m Gels: Max Pull:
pH: Avg Gas:
API Filtrate: Max Gas:
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm:
PflMf: I
% Solids: Total Length: 0.00
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: HHPlin : AV DPIDC:
Calcium: GPM: %P @bit: SPR #1:
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

Activity Summary (6:00cm - 6:00am)
From To Hours P I U Summary

On 12-23-10 Ross # 29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts. Of 8 5/8" casing set

@468.25'. On 1-10-11 cement w/ BJ w/ 220 sks of class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17
yield. Returned 5bbls to pit, bump plug to 183 psi, BLM and State were notified of spud via email.

24 Hour Activity Summary:
On 12-23-10 Ross #29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts of 8 5/8" casing set @468.25', On 1-10-11 cement wl BJ wl 220 sks of
class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17 yield. Returned 5bbls to pit

24 Hour Plan Forward:
Wait on NDSI #3

Safety Weather Fuel
Last BOP Test: BOP Drill? High I Low 0 / -20 Diesel Used:
BOP Test Press: Function Test? Conditions: clear Diesel Recvd: 0
Newfield Pers. 1 Incident None Wind: calm Diesel on Loc: 0
Contract Pers. 6

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Function Test?

Jets

Newfield Pers. 2,450Calm
Clear

Inc Azi

PP:

Wind:
No

Incidents?

Last BOP Test:
BOP Test Press:

RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

17 / -5no

Diesel on Loc:

Diesel Used:
Diesel Recvd:Conditions:

GPM:
TFA: Jet Vel:

Total Length: 0.00

ID OD

UT 4,060

Rig Email:

75,216

Bottom

5761

01/19/11

5'
481'

Type Size
14

State:

480'

Conductor
8 5/8"

Type:
Weight:

Max Pull:

PV:

API Filtrate:
HPHT Filtrate:

Vis:

YP:

pH:

10s Gels:
Rot Wt:
S/O Wt:

Depth

Field:

Location:

County:

Rig Name:

Formation:

19568DUCHESNE

Elevation:

Johnny Davis  435-823-3612

0.0

STATE 6-36-8-15

S36 T8S R15E

MOB 1

0

NDSI #3

Rigging down

GMBU CTB1 Report No:

24

480'

6,320'

6,320'

Surface

0'

Weight Grade

J-55 STC

TopConnection

Component Length

Shoe Test

Cake:
Oil/H2O Ratio:
ES:

10m Gels:

% LGS:
% Sand:
LCM (ppb):
Calcium:

MBT:
Pm:
Pf/Mf:
% Solids:

Chlorides:

WOB:
Tot RPM:
Torque:
P/U Wt:

Cnx Gas:

/

Avg Gas:
Max Gas:

SPR #2:

0BOP Drill? High / Low

HHP/in2:
%P @ bit:

AV DP/DC:
SPR #1:

Trip Gas:

S/N ROPFootage Hrs GradeIn OutTypeBit # Size Make

From To Hours
P7.023:00 6:00 RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

Summary

6

P / U

None

Move rig to State 6-36-8-15 /RU /Pressure test/PU BHA /Drill

0

Daily Drilling Report

Contract Pers. 0

1/14/2011

AFE No:

Daily Cost:

KB: 12
Supervisor:

Rig Release DateUINTAH

Since Spud:

Cum. Cost:

Supervisor 2:

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/14/2011
luK M MULA Ims Present Ops: Rigging down

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: MOB 1
Location: S36 T8S R15E KB: 12 Since Spud: 0
County· DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 4,060
Elevation: 5761 Rig Phone: Cum. Cost: 75,216

Formation: UINTAH Rig Email: Rig Release Date 01/19/11

Depth (MD): 480' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 480' PTD (TVD): 6,320' Drilling Hours: 0.0 Exp TD Date:

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: WOB: Component Length ID OD
Weight: Tot RPM:
Vis: Torque:
PV: PIU Wt:
YP: Rot Wt:
10s Gels: SIO Wt:
10m Gels: Max Pull:
pH: Avg Gas:
API Filtrate: Max Gas:
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm:
PflMf: I
% Solids: Total Length: 0.00
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: HHPlin : AV DPIDC:
Calcium: GPM: %P @bit: SPR #1:
Chlo rides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
23:00 6:00 7.0 P RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

24 Hour Activity Summary:
RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

24 Hour Plan Forward:
Move rig to State 6-36-8-15 IRU IPressure test/PU BHA IDrill

Safety Weather Fuel
Last BOP Test: BOP Drill? no High I Low 17 / -5 Diesel Used: 0
BOP Test Press: Function Test? No Conditions: Clear Diesel Recvd: 0
Newfield Pers. 6 Incidents? None Wind: Calm Diesel on Loc: 2,450
Contract Pers. O

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/14/2011
luK M MULA Ims Present Ops: Rigging down

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: MOB 1
Location: S36 T8S R15E KB: 12 Since Spud: 0
County· DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 4,060
Elevation: 5761 Rig Phone: Cum. Cost: 75,216

Formation: UINTAH Rig Email: Rig Release Date 01/19/11

Depth (MD): 480' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 480' PTD (TVD): 6,320' Drilling Hours: 0.0 Exp TD Date:

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: WOB: Component Length ID OD
Weight: Tot RPM:
Vis: Torque:
PV: PIU Wt:
YP: Rot Wt:
10s Gels: SIO Wt:
10m Gels: Max Pull:
pH: Avg Gas:
API Filtrate: Max Gas:
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm:
PflMf: I
% Solids: Total Length: 0.00
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: HHPlin : AV DPIDC:
Calcium: GPM: %P @bit: SPR #1:
Chlo rides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
23:00 6:00 7.0 P RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

24 Hour Activity Summary:
RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

24 Hour Plan Forward:
Move rig to State 6-36-8-15 IRU IPressure test/PU BHA IDrill

Safety Weather Fuel
Last BOP Test: BOP Drill? no High I Low 17 / -5 Diesel Used: 0
BOP Test Press: Function Test? No Conditions: Clear Diesel Recvd: 0
Newfield Pers. 6 Incidents? None Wind: Calm Diesel on Loc: 2,450
Contract Pers. O

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Function Test?

Jets

Newfield Pers.

1/14/2011

8,930calm
Clear

Inc Azi

PP:

Wind:
Yes

Incidents?

Last BOP Test:
BOP Test Press:

On 1/14/11 Jones Trucking moved rig from Fed. 13-25-8-15 to State 6-36-8-15/Set equip./Quick test tested BOP's to 2000 psi for 10 min. & Csg. To 
1500 psi for 30 min./All tested good/Changed 1 door gasket./PU BHA /tag @ 438'/Drill 7 7/8" to 1190'/WOB 18/

17 / 1yes

26.01º

36.56º

512' 0.53º 6.77º

795' 0.44º

0.79º

Diesel on Loc:

Diesel Used:
Diesel Recvd:Conditions:

GPM:
TFA:

800

420

Jet Vel:

Total Length: 573.33

ID OD

UT 65,547

Rig Email:

140,763

Bottom

5761

01/19/11

5'
481'

30.82'

Type Size
14

State:

1,190'

Conductor
8 5/8"

Type: 18
65Weight:

Max Pull:

PV:

API Filtrate:
HPHT Filtrate:

Vis:

YP:

pH:

10s Gels:
Rot Wt:
S/O Wt:

Depth

Field:

Location:

County:

Rig Name:

Formation:

19568DUCHESNE

Elevation:

Johnny Davis  435-823-3612

101.4

Monel

7.0

STATE 6-36-8-15

S36 T8S R15E

Daily 1

1

NDSI #3

Drill 7 7/8" hole with fresh water

GMBU CTB1 Report No:

24

1,190'

6,320'

6,320'

Surface

710'

Weight Grade

J-55 STC

TopConnection

Smith MI616 PDC Bit 1.00'
Component Length

Shoe Test

Cake:
Oil/H2O Ratio:
ES:

10m Gels:

% LGS:
% Sand:
LCM (ppb):
Calcium:

MBT:
Pm:
Pf/Mf:
% Solids:

Chlorides:

Fresh water
8.5
31

WOB:
Tot RPM:
Torque:
P/U Wt:

Cnx Gas:

/

Avg Gas:
Max Gas:

955'

Index 1.84'

XO

495.53'
2.98'

Hunting .33 Mud Motor 34.79'

Gap sub 3.34'

3.03'

SPR #2:

1,000

Work on Pason pressure sensor

Thaw lines to Yellow dog pump

BOP Drill? High / Low

HHP/in2:
%P @ bit:

AV DP/DC:
SPR #1:

Trip Gas:

XO
17   6"  DC's

1/17/2011

P Drill 7 7/8" hole from 614' to 708'/WOB 18/RPM 65/ GPM 420/ROP 94 FPH

S/N

RU Quick test/Test Kelly,Safety Valve,Pipe & Blind rams & Choke to 2000 psi for10 min./All OK/

ROP

MD 80 pump

Footage Hrs
752' 7.0

1.0

Grade
107.4

In OutType

P
Install rotating head rubber and Drive bushings.

Drill 7 7/8" hole from  530' to 614' /WOB 18/RPM 65/GPM 420/ROP 84 FPH

Drill 7 7/8" hole from 708' to 1190'/WOB 18/RPM 65/GPM 420/ROP121 FPH

U

P

P4.02:00 6:00

21:30
22:3021:30

1:00 2:00

22:30 23:30
0:00

0:00

Bit # Size Make
1 7 7/8" Smith

From To Hours

P
P

3.514:00 17:30
8.06:00 14:00

P
P2.5 PU BHA with Pay Zone Directional tools/  Tag Cmt. @ 438'

Test Casing to 1500 psi for 30 min./OK

On 1/14/11 Jones Trucking moved Rig # 3 from Federal 13-25-8-15 to State 6-36-8-15/Set all Equipment

1.0

1.0
0.5
1.0

Drill 7 7/8" hole from 438' to 530'/WOB 12/RPM 65/GPM 420/ROP 61 FPH

Summary

1.5

11

P / U

U
20:00
17:30 20:00

23:30
1:00

None

Drill

438'

7,000

6/16MI616

Daily Drilling Report

2000

Contract Pers. 17

1/15/2011

AFE No:

Daily Cost:

KB: 12
Supervisor:

Rig Release DateUINTAH

Since Spud:

Cum. Cost:

Supervisor 2:

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/15/2011
RtK K3 MULN I UNS PreSent Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 1
Location: S36 T8S R15E KB: 12 Since Spud: 1
County· DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 65,547
Elevation: 5761 Rig Phone: Cum. Cost: 140,763

Formation: UINTAH Rig Email: Rig Release Date 01/19/11

Depth (MD): 1,190' PTD (MD): 6,320' Daily Footage: 710' Avg ROP: 101.4
Depth (TVD): 1,190' PTD (TVD): 6,320' Drilling Hours: 7.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 18 Component Length ID OD
Weight: 8.5 Tot RPM: 65 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 512' 0.53° 6.77°

PflMf: I 795' 0.44° 26.01°

% Solids: 955' 0.79° 36.56° Total Length: 573.33
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: 800 HHPlin : AV DPIDC: MD 80 pump
Calcium: GPM: 420 %P @bit: SPR #1:
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 6/16 438' 752' 7.0 107.4

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 14:00 8.0 P On 1/14/11 Jones Trucking moved Rig # 3 from Federal 13-25-8-15 to State 6-36-8-15/Set all Equipment
14:00 17:30 3.5 P RU Quick test/Test Kelly,Safety Valve,Pipe & Blind rams & Choke to 2000 psi for10 min./All OK/

Test Casing to 1500 psi for 30 min./OK
17:30 20:00 2.5 P PU BHA with Pay Zone Directional tools/ Tag Cmt. @438'
20:00 21:30 1.5 P Drill 7 7/8" hole from 438' to 530'lWOB 12/RPM 65/GPM 420/ROP 61 FPH
21:30 22:30 1.0 U Work on Pason pressure sensor
22:30 23:30 1.0 P Drill 7 7/8" hole from 530' to 614' /WOB 18/RPM 65/GPM 420/ROP 84 FPH
23:30 0:00 0.5 P Install rotating head rubber and Drive bushings.
0:00 1:00 1.0 P Drill 7 7/8" hole from 614' to 708'lWOB 18/RPM 65/ GPM 420/ROP 94 FPH
1:00 2:00 1.0 U Thaw lines to Yellow dog pump
2:00 6:00 4.0 P Drill 7 7/8" hole from 708' to 1190'lWOB 18/RPM 65/GPM 420/ROP121 FPH

24 Hour Activity Summary:
On 1/14/11 Jones Trucking moved rig from Fed. 13-25-8-15 to State 6-36-8-15/Set equip.lQuick test tested BOP's to 2000 psi for 10 min. & Csg. To
1500 psi for 30 min.lAll tested good/Changed 1 door gasket.lPU BHA Itag @438'lDrill 7 7/8" to 1190'lWOB 18/

24 Hour Plan Forward:
Drill

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 17 / 1 Diesel Used: 1,000
BOP Test Press: 2000 Function Test? Yes Conditions: Clear Diesel Recvd: 7,000
Newfield Pers. 11 Incidents? None Wind: calm Diesel on Loc: 8,930
Contract Pers. 17

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/15/2011
RtK K3 MULN I UNS PreSent Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 1
Location: S36 T8S R15E KB: 12 Since Spud: 1
County· DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 65,547
Elevation: 5761 Rig Phone: Cum. Cost: 140,763

Formation: UINTAH Rig Email: Rig Release Date 01/19/11

Depth (MD): 1,190' PTD (MD): 6,320' Daily Footage: 710' Avg ROP: 101.4
Depth (TVD): 1,190' PTD (TVD): 6,320' Drilling Hours: 7.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 18 Component Length ID OD
Weight: 8.5 Tot RPM: 65 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 512' 0.53° 6.77°

PflMf: I 795' 0.44° 26.01°

% Solids: 955' 0.79° 36.56° Total Length: 573.33
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: 800 HHPlin : AV DPIDC: MD 80 pump
Calcium: GPM: 420 %P @bit: SPR #1:
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 6/16 438' 752' 7.0 107.4

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 14:00 8.0 P On 1/14/11 Jones Trucking moved Rig # 3 from Federal 13-25-8-15 to State 6-36-8-15/Set all Equipment
14:00 17:30 3.5 P RU Quick test/Test Kelly,Safety Valve,Pipe & Blind rams & Choke to 2000 psi for10 min./All OK/

Test Casing to 1500 psi for 30 min./OK
17:30 20:00 2.5 P PU BHA with Pay Zone Directional tools/ Tag Cmt. @438'
20:00 21:30 1.5 P Drill 7 7/8" hole from 438' to 530'lWOB 12/RPM 65/GPM 420/ROP 61 FPH
21:30 22:30 1.0 U Work on Pason pressure sensor
22:30 23:30 1.0 P Drill 7 7/8" hole from 530' to 614' /WOB 18/RPM 65/GPM 420/ROP 84 FPH
23:30 0:00 0.5 P Install rotating head rubber and Drive bushings.
0:00 1:00 1.0 P Drill 7 7/8" hole from 614' to 708'lWOB 18/RPM 65/ GPM 420/ROP 94 FPH
1:00 2:00 1.0 U Thaw lines to Yellow dog pump
2:00 6:00 4.0 P Drill 7 7/8" hole from 708' to 1190'lWOB 18/RPM 65/GPM 420/ROP121 FPH

24 Hour Activity Summary:
On 1/14/11 Jones Trucking moved rig from Fed. 13-25-8-15 to State 6-36-8-15/Set equip.lQuick test tested BOP's to 2000 psi for 10 min. & Csg. To
1500 psi for 30 min.lAll tested good/Changed 1 door gasket.lPU BHA Itag @438'lDrill 7 7/8" to 1190'lWOB 18/

24 Hour Plan Forward:
Drill

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 17 / 1 Diesel Used: 1,000
BOP Test Press: 2000 Function Test? Yes Conditions: Clear Diesel Recvd: 7,000
Newfield Pers. 11 Incidents? None Wind: calm Diesel on Loc: 8,930
Contract Pers. 17

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Function Test?

Jets

1.41º2,684'

Newfield Pers.

1/14/2011

3,061' 232.51º2.24º

8,281Calm
Cloudy

Inc Azi

217.92º PP:

Wind:
Yes

Incidents?

Last BOP Test:
BOP Test Press:

Drill 7 7/8" hole from 1240' to 3229'/WOB 18/RPM 67/GPM 420/ROP 85 FPH/H2S 0 PPM/Flow 0 GPM/Last survey @ 3061' 2.24° Dir. 232.51

11 / -5yes

26.01º

36.56º

512' 0.53º 6.77º

795' 0.44º

0.79º

Diesel on Loc:

Diesel Used:
Diesel Recvd:

21.71º

244.07º

Conditions:

GPM:
TFA:

1220

420

Jet Vel:

0.66º

0.88º

Total Length: 573.33

ID OD

UT 36,526

Rig Email:

177,289

Bottom

5761

01/19/11

5'
481'

30.82'

Type Size
14

State:

3,229'

Conductor
8 5/8"

Type: 18
67Weight:

Max Pull:

PV:

API Filtrate:
HPHT Filtrate:

Vis:

YP:

pH:

10s Gels:
Rot Wt:
S/O Wt:

Depth

Field:

Location:

County:

Rig Name:

Formation:

19568DUCHESNE

Elevation:

Johnny Davis  435-823-3612

86.8

Monel

23.5

STATE 6-36-8-15

S36 T8S R15E

Daily 2

2

NDSI #3

Drill 7 7/8" hole with fresh water

GMBU CTB1 Report No:

24

3,229'

6,320'

6,320'

Surface

2,039'

Weight Grade

J-55 STC

TopConnection

Smith MI616 PDC Bit 1.00'
Component Length

Shoe Test

Cake:
Oil/H2O Ratio:
ES:

10m Gels:

% LGS:
% Sand:
LCM (ppb):
Calcium:

MBT:
Pm:
Pf/Mf:
% Solids:

Chlorides:

Fresh water
8.5
31

WOB:
Tot RPM:
Torque:
P/U Wt:

Cnx Gas:

/

Avg Gas:
Max Gas:

955'

1,613'

2,434'

109,000

Index 1.84'

XO

495.53'
2.98'

Hunting .33 Mud Motor 34.79'

Gap sub 3.34'

3.03'

SPR #2:

649BOP Drill? High / Low

70 psi @ 92 sp

HHP/in2:
%P @ bit:

AV DP/DC:
SPR #1:

Trip Gas:

XO
17   6"  DC's

1/17/2011

S/N

Rig service/Function test BOP's & Crown-O-Matic/OK

ROP

MD80 pump

Footage Hrs
2,791' 30.5

Grade
91.5

In OutTypeBit # Size Make
1 7 7/8" Smith

From To Hours

P
17:00 6:00

P
0.516:30 17:00
10.56:00 16:30

P13.0
No Slides

Drill 7 7/8" hole from 2189' to 3229'/WOB 18/RPM 67/GPM 420/ROP 80FPH

Drill 7 7/8" hole from 1240' to 2189'/WOB 18/RPM 67/GPM 420/ROP 90 FPH

Summary

9

P / U

None

Drill

438'

0

6/16MI616

Daily Drilling Report

2000

Contract Pers. 4

1/16/2011

AFE No:

Daily Cost:

KB: 12
Supervisor:

Rig Release DateGREEN RIVER

Since Spud:

Cum. Cost:

Supervisor 2:

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/16/2011
RtK K3 MULN I UNS PreSent Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 2
Location: S36 T8S R15E KB: 12 Since Spud: 2
County· DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 36,526
Elevation: 5761 Rig Phone: Cum. Cost: 177,289

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 3,229' PTD (MD): 6,320' Daily Footage: 2,039' Avg ROP: 86.8
Depth (TVD): 3,229' PTD (TVD): 6,320' Drilling Hours: 23.5 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 18 Component Length ID OD
Weight: 8.5 Tot RPM: 67 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: 109,000 XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 512' 0.53° 6.77°

PflMf: I 795' 0.44° 26.01°

% Solids: 955' 0.79° 36.56° Total Length: 573.33
% LGS: 1,613' 0.66° 21.71°

% Sand: 2,434' 0.88° 244.07° Hydraulics:
LCM (ppb): 2,684' 1.41° 217.92° PP: 1220 HHPlin : AV DPIDC: MD80 pump
Calcium: 3,061' 2.24° 232.51° GPM: 420 %P @bit: SPR#1: 70 psi @92 sp
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 6/16 438' 2,791' 30.5 91.5

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 16:30 10.5 P Drill 7 7/8" hole from 1240' to 2189'lWOB 18/RPM 67/GPM 420/ROP 90 FPH
16:30 17:00 0.5 P Rig service/Function test BOP's & Crown-O-Matic/OK

17:00 6:00 13.0 P Drill 7 7/8" hole from 2189' to 3229'lWOB 18/RPM 67/GPM 420/ROP 80FPH
No Slides

24 Hour Activity Summary:
Drill7 7/8" hole from 1240' to 3229'lWOB 18/RPM 67/GPM 420/ROP 85 FPHIH2S 0 PPM/Flow 0 GPMILast survey @3061'2.24° Dir. 232.51

24 Hour Plan Forward:
Drill

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 11 / -5 Diesel Used: 649
BOP Test Press: 2000 Function Test? Yes Conditions: Cloudy Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: Calm Diesel on Loc: 8,281
Contract Pers. 4

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/16/2011
RtK K3 MULN I UNS PreSent Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 2
Location: S36 T8S R15E KB: 12 Since Spud: 2
County· DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 36,526
Elevation: 5761 Rig Phone: Cum. Cost: 177,289

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 3,229' PTD (MD): 6,320' Daily Footage: 2,039' Avg ROP: 86.8
Depth (TVD): 3,229' PTD (TVD): 6,320' Drilling Hours: 23.5 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 18 Component Length ID OD
Weight: 8.5 Tot RPM: 67 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: 109,000 XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 512' 0.53° 6.77°

PflMf: I 795' 0.44° 26.01°

% Solids: 955' 0.79° 36.56° Total Length: 573.33
% LGS: 1,613' 0.66° 21.71°

% Sand: 2,434' 0.88° 244.07° Hydraulics:
LCM (ppb): 2,684' 1.41° 217.92° PP: 1220 HHPlin : AV DPIDC: MD80 pump
Calcium: 3,061' 2.24° 232.51° GPM: 420 %P @bit: SPR#1: 70 psi @92 sp
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 6/16 438' 2,791' 30.5 91.5

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 16:30 10.5 P Drill 7 7/8" hole from 1240' to 2189'lWOB 18/RPM 67/GPM 420/ROP 90 FPH
16:30 17:00 0.5 P Rig service/Function test BOP's & Crown-O-Matic/OK

17:00 6:00 13.0 P Drill 7 7/8" hole from 2189' to 3229'lWOB 18/RPM 67/GPM 420/ROP 80FPH
No Slides

24 Hour Activity Summary:
Drill7 7/8" hole from 1240' to 3229'lWOB 18/RPM 67/GPM 420/ROP 85 FPHIH2S 0 PPM/Flow 0 GPMILast survey @3061'2.24° Dir. 232.51

24 Hour Plan Forward:
Drill

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 11 / -5 Diesel Used: 649
BOP Test Press: 2000 Function Test? Yes Conditions: Cloudy Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: Calm Diesel on Loc: 8,281
Contract Pers. 4

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Function Test?

Jets

4,668'

2.42º

219.42º2.29º

3,946'

Newfield Pers.

1/14/2011

4,295' 226.27º2.46º

6,810calm
clear

Inc Azi

230.67º PP:

Wind:
Yes

Incidents?

Last BOP Test:
BOP Test Press:

Drill 7 7/8" hole F/ 3229' to 3828' w/ 20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr, Rig Service, check crownomatic and BOP , check flow=no 
flow, Drill 7 7/8" hole F/ 3828' to 4930' w/ 20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr,No H2S or flow in last 24 hours

15 / -5yes

244.07º

217.92º

1,613' 0.66º 21.71º

2,434' 0.88º

1.41º

Diesel on Loc:

Diesel Used:
Diesel Recvd:

232.51º

239.31º

Conditions:

GPM:
TFA:

1350

405

Jet Vel:

2.24º

2.54º

Total Length: 573.33

ID OD

UT 15,785

Rig Email:

193,074

Bottom

5761

01/19/11

5'
481'

30.82'

Type Size
14

State:

6,320'

Conductor
8 5/8"

Type: 20,000
175Weight:

Max Pull:

PV:

API Filtrate:
HPHT Filtrate:

Vis:

YP:

pH:

10s Gels:
Rot Wt:
S/O Wt:

Depth

Field:

Location:

County:

Rig Name:

Formation:

19568DUCHESNE

Elevation:

Xabier Lasa 435-823-6014

131.5

Monel

23.5

STATE 6-36-8-15

S36 T8S R15E

Daily 3

3

NDSI #3

Drill 7 7/8" hole with fresh water

GMBU CTB1 Report No:

24

6,320'

6,320'

6,320'

Surface

3,091'

Weight Grade

J-55 STC

TopConnection

Smith MI616 PDC Bit 1.00'
Component Length

Shoe Test

Cake:
Oil/H2O Ratio:
ES:

10m Gels:

% LGS:
% Sand:
LCM (ppb):
Calcium:

MBT:
Pm:
Pf/Mf:
% Solids:

Chlorides:

Fresh water
8.5
31

WOB:
Tot RPM:
Torque:
P/U Wt:

Cnx Gas:

/

Avg Gas:
Max Gas:

2,684'

3,061'

3,504'

Index 1.84'

XO

495.53'
2.98'

Hunting .33 Mud Motor 34.79'

Gap sub 3.34'

3.03'

SPR #2:

1,471BOP Drill? High / Low

90-630

HHP/in2:
%P @ bit:

AV DP/DC:
SPR #1:

Trip Gas:

XO
17   6"  DC's

1/17/2011

S/N
JE2564

Rig Service, check crownomatic and BOP , check flow=no flow

ROPFootage Hrs
4,492' 54.0

Grade
83.2

In OutTypeBit # Size Make
1 7 7/8" Smith

From To Hours

P
14:30 6:00

P
0.514:00 14:30
8.06:00 14:00

P15.5
No H2S or flow in last 24 hours

Drill 7 7/8" hole F/ 3828' to 4930' w/ 20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr

Drill 7 7/8" hole F/ 3229' to 3828' w/ 20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr

Summary

9

P / U

None

Drill ahead toward TD.

438'

0

6/16MI616

Daily Drilling Report

2000

Contract Pers. 2

1/17/2011

AFE No:

Daily Cost:

KB: 12
Supervisor:

Rig Release DateGREEN RIVER

Since Spud:

Cum. Cost:

Supervisor 2:

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/17/2011
RtK K3 MULN I UNS PreSent Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 3
Location: S36 T8S R15E KB: 12 Since Spud: 3
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 15,785
Elevation: 5761 Rig Phone: Cum. Cost: 193,074

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,320' PTD (MD): 6,320' Daily Footage: 3,091' Avg ROP: 131.5
Depth (TVD): 6,320' PTD (TVD): 6,320' Drilling Hours: 23.5 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 20,000 Component Length ID OD
Weight: 8.5 Tot RPM: 175 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 1,613' 0.66° 21.71°

PflMf: I 2,434' 0.88° 244.07°

% Solids: 2,684' 1.41° 217.92° Total Length: 573.33
% LGS: 3,061' 2.24° 232.51°

% Sand: 3,504' 2.54° 239.31° Hydraulics:
LCM (ppb): 3,946' 2.42° 230.67° PP: 1350 HHPlin : AV DPIDC:
Calcium: 4,295' 2.46° 226.27° GPM: 405 %P @bit: SPR #1: 90-630

Chlorides: 4,668' 2.29° 219.42° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 4,492' 54.0 83.2

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 14:00 8.0 P Drill 7 7/8" hole F/ 3229' to 3828' w/20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr
14:00 14:30 0.5 P Rig Service, check crownomatic and BOP , check flow=no flow
14:30 6:00 15.5 P Drill 7 7/8" hole F/ 3828' to 4930' w/20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr

No H2S or flow in last 24 hours

24 Hour Activity Summary:
Drill7 7/8" hole FI 3229' to 3828' wl 20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr, Rig Service, check crownomatic and BOP , check flow=no
flow, Drill7 7/8" hole FI 3828' to 4930' wl 20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr,No H2S or flow in last 24 hours

24 Hour Plan Forward:
Drillahead toward TD.

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 15 / -5 Diesel Used: 1,471
BOP Test Press: 2000 Function Test? Yes Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: calm Diesel on Loc: 6,810
Contract Pers. 2

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/17/2011
RtK K3 MULN I UNS PreSent Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 3
Location: S36 T8S R15E KB: 12 Since Spud: 3
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 15,785
Elevation: 5761 Rig Phone: Cum. Cost: 193,074

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,320' PTD (MD): 6,320' Daily Footage: 3,091' Avg ROP: 131.5
Depth (TVD): 6,320' PTD (TVD): 6,320' Drilling Hours: 23.5 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 20,000 Component Length ID OD
Weight: 8.5 Tot RPM: 175 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 1,613' 0.66° 21.71°

PflMf: I 2,434' 0.88° 244.07°

% Solids: 2,684' 1.41° 217.92° Total Length: 573.33
% LGS: 3,061' 2.24° 232.51°

% Sand: 3,504' 2.54° 239.31° Hydraulics:
LCM (ppb): 3,946' 2.42° 230.67° PP: 1350 HHPlin : AV DPIDC:
Calcium: 4,295' 2.46° 226.27° GPM: 405 %P @bit: SPR #1: 90-630

Chlorides: 4,668' 2.29° 219.42° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 4,492' 54.0 83.2

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 14:00 8.0 P Drill 7 7/8" hole F/ 3229' to 3828' w/20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr
14:00 14:30 0.5 P Rig Service, check crownomatic and BOP , check flow=no flow
14:30 6:00 15.5 P Drill 7 7/8" hole F/ 3828' to 4930' w/20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr

No H2S or flow in last 24 hours

24 Hour Activity Summary:
Drill7 7/8" hole FI 3229' to 3828' wl 20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr, Rig Service, check crownomatic and BOP , check flow=no
flow, Drill7 7/8" hole FI 3828' to 4930' wl 20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr,No H2S or flow in last 24 hours

24 Hour Plan Forward:
Drillahead toward TD.

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 15 / -5 Diesel Used: 1,471
BOP Test Press: 2000 Function Test? Yes Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: calm Diesel on Loc: 6,810
Contract Pers. 2

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Function Test?

Jets

6,355'

2.42º

209.09º1.89º

5,490'

Newfield Pers.

1/14/2011

6,028' 209.93º2.50º

5,553breezy to 20 mph
clear

Inc Azi

197.01º PP:

Wind:Incidents?

Last BOP Test:
BOP Test Press:

Drill 7 7/8" hole F/ 4930' to 6355' w/20KWOB,TRPM-170,GPM-400,Avg ROP-79 ft/hr, rig service, set crownomatic, weld on inside of drum to fix leak, 
Lay down drill pipe to 4000' , pump 260 bbls 9.8lb brine, lay down drill pipe

40 / 25yes

230.67º

226.27º

3,504' 2.54º 239.31º

3,946' 2.42º

2.46º

Diesel on Loc:

Diesel Used:
Diesel Recvd:

219.42º

210.19º

Conditions:

GPM:
TFA:

1500

400

Jet Vel:

2.29º

2.37º

Total Length: 573.33

ID OD

UT 17,685

Rig Email:

210,759

Bottom

5761

01/19/11

5'
481'

30.82'

Type Size
14

State:

6,355'

Conductor
8 5/8"

Type: 20,000
170Weight:

Max Pull:

PV:

API Filtrate:
HPHT Filtrate:

Vis:

YP:

pH:

10s Gels:
Rot Wt:
S/O Wt:

Depth

Field:

Location:

County:

Rig Name:

Formation:

19568DUCHESNE

Elevation:

Xabier Lasa 435-823-6014

1.9

Monel

18.0

STATE 6-36-8-15

S36 T8S R15E

Daily 4

4

NDSI #3

Lay Down Drill Pipe/BHA

GMBU CTB1 Report No:

24

6,355'

6,320'

6,320'

Surface

35'

Weight Grade

J-55 STC

TopConnection

Smith MI616 PDC Bit 1.00'
Component Length

Shoe Test

Cake:
Oil/H2O Ratio:
ES:

10m Gels:

% LGS:
% Sand:
LCM (ppb):
Calcium:

MBT:
Pm:
Pf/Mf:
% Solids:

Chlorides:

Fresh water
8.5
31

WOB:
Tot RPM:
Torque:
P/U Wt:

Cnx Gas:

/

Avg Gas:
Max Gas:

4,295'

4,668'

5,017'

Index 1.84'

XO

495.53'
2.98'

Hunting .33 Mud Motor 34.79'

Gap sub 3.34'

3.03'

SPR #2:

1,257

Circulate bottoms up to lay down for logs

BOP Drill? High / Low

90-630

HHP/in2:
%P @ bit:

AV DP/DC:
SPR #1:

Trip Gas:

XO
17   6"  DC's

1/17/2011

P Lay down drill pipe and BHA,

S/N
JE2564

Rig Service, set crownomatic

ROPFootage Hrs
5,922' 72.0

1.0

Grade
82.2

In Out
6,360'

Type

P
Pump 260 bbls of 9.8 lb brine water to kill flow

Lay down drill pipe to 4000'

P

1:30
2:301:30

2:30 4:30
5:00

5:00

Bit # Size Make
1 7 7/8" Smith

From To Hours

P
14:30 16:30

P
0.514:00 14:30
8.06:00 14:00

P

P
U1.0

2.0
Weld inside of drum, water spraying out,

Drill 7 7/8" hole F/ 5498' to 5687' w/ 20K WOB,TRPM-170,GPM-400,Avg ROP-95 ft/hr

Drill 7 7/8" hole F/ 4930' to 5498' w/ 20K WOB,TRPM-170,GPM-400,Avg ROP-71 ft/hr

2.0
0.5
1.0

Drill 7 7/8" hole F/ 5687' to 6355' w/20KWOB,TRPM-170,GPM-400,Avg ROP-84 ft/hr

Summary

8.0

9

P / U

P
17:30
16:30 17:30

4:30
6:00

None

lay down drill pipe and BHA,log w/ halliburton, test rams,run casing, cement

438'

0

6/16MI616

Daily Drilling Report

2000

Contract Pers. 1

1/18/2011

AFE No:

Daily Cost:

KB: 12
Supervisor:

Rig Release DateGREEN RIVER

Since Spud:

Cum. Cost:

Supervisor 2:

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/18/2011
RtK D MUL3 Ims Present Ops: Lay Down DrillPipe/BHA

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 4
Location: S36 T8S R15E KB: 12 Since Spud: 4
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 17,685
Elevation: 5761 Rig Phone: Cum. Cost: 210,759

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 35' Avg ROP: 1.9
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: 18.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 20,000 Component Length ID OD
Weight: 8.5 Tot RPM: 170 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: I 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: 1500 HHPlin : AV DPIDC:
Calcium: 6,028' 2.50° 209.93° GPM: 400 %P @bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 6,360' 5,922' 72.0 82.2

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 14:00 8.0 P Drill 7 7/8" hole F/ 4930' to 5498' w/20K WOB,TRPM-170,GPM-400,Avg ROP-71 ft/hr
14:00 14:30 0.5 P Rig Service, set crownomatic
14:30 16:30 2.0 P Drill 7 7/8" hole F/ 5498' to 5687' w/20K WOB,TRPM-170,GPM-400,Avg ROP-95 ft/hr
16:30 17:30 1.0 U Weld inside of drum, water spraying out,
17:30 1:30 8.0 P Drill 7 7/8" hole F/ 5687' to 6355' w/20KWOB,TRPM-170,GPM-400,Avg ROP-84 ft/hr
1:30 2:30 1.0 P Circulate bottoms up to lay down for logs
2:30 4:30 2.0 P Lay down drill pipe to 4000'
4:30 5:00 0.5 P Pump 260 bbls of 9.8 lb brine water to kill flow
5:00 6:00 1.0 P Lay down drill pipe and BHA,

24 Hour Activity Summary:
Drill7 7/8" hole FI 4930' to 6355' wl20KWOB,TRPM-170,GPM-400,Avg ROP-79 ft/hr, rig service, set crownomatic, weld on inside of drum to fix leak,
Lay down drill pipe to 4000' , pump 260 bbls 9.8lb brine, lay down drill pipe

24 Hour Plan Forward:
lay down drill pipe and BHA,log wl halliburton, test rams,run casing, cement

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 40 / 25 Diesel Used: 1,257
BOP Test Press: 2000 Function Test? Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: areezy to 20 mpf Diesel on Loc: 5,553
Contract Pers. 1

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/18/2011
RtK D MUL3 Ims Present Ops: Lay Down DrillPipe/BHA

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 4
Location: S36 T8S R15E KB: 12 Since Spud: 4
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 17,685
Elevation: 5761 Rig Phone: Cum. Cost: 210,759

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 35' Avg ROP: 1.9
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: 18.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 20,000 Component Length ID OD
Weight: 8.5 Tot RPM: 170 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: I 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: 1500 HHPlin : AV DPIDC:
Calcium: 6,028' 2.50° 209.93° GPM: 400 %P @bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 6,360' 5,922' 72.0 82.2

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 14:00 8.0 P Drill 7 7/8" hole F/ 4930' to 5498' w/20K WOB,TRPM-170,GPM-400,Avg ROP-71 ft/hr
14:00 14:30 0.5 P Rig Service, set crownomatic
14:30 16:30 2.0 P Drill 7 7/8" hole F/ 5498' to 5687' w/20K WOB,TRPM-170,GPM-400,Avg ROP-95 ft/hr
16:30 17:30 1.0 U Weld inside of drum, water spraying out,
17:30 1:30 8.0 P Drill 7 7/8" hole F/ 5687' to 6355' w/20KWOB,TRPM-170,GPM-400,Avg ROP-84 ft/hr
1:30 2:30 1.0 P Circulate bottoms up to lay down for logs
2:30 4:30 2.0 P Lay down drill pipe to 4000'
4:30 5:00 0.5 P Pump 260 bbls of 9.8 lb brine water to kill flow
5:00 6:00 1.0 P Lay down drill pipe and BHA,

24 Hour Activity Summary:
Drill7 7/8" hole FI 4930' to 6355' wl20KWOB,TRPM-170,GPM-400,Avg ROP-79 ft/hr, rig service, set crownomatic, weld on inside of drum to fix leak,
Lay down drill pipe to 4000' , pump 260 bbls 9.8lb brine, lay down drill pipe

24 Hour Plan Forward:
lay down drill pipe and BHA,log wl halliburton, test rams,run casing, cement

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 40 / 25 Diesel Used: 1,257
BOP Test Press: 2000 Function Test? Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: areezy to 20 mpf Diesel on Loc: 5,553
Contract Pers. 1

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Function Test?

Jets

6,355'

2.42º

209.09º1.89º

5,490'

Newfield Pers.

1/14/2011

6,028' 209.93º2.50º

4,554breezy
clear

Inc Azi

197.01º PP:

Wind:
Yes

Incidents?

Last BOP Test:
BOP Test Press:

Lay down drill pipe and Bha,R/U Halliburton and log, loggers TD-6355', change rams and test to 2000#/10 min. R/U QT Casing and run 151 jts 5.5" 
set @ 6351.78', Cement w/ 300sks lead 400sks tail, returned 20 bbls to pit, clean mud tanks

35 / 10yes

230.67º

226.27º

3,504' 2.54º 239.31º

3,946' 2.42º

2.46º

Diesel on Loc:

Diesel Used:
Diesel Recvd:

219.42º

210.19º

Conditions:

GPM:
TFA: Jet Vel:

2.29º

2.37º

Total Length: 573.33

ID OD

UT 171,446

Rig Email:

382,205

Bottom

5761

01/19/11

5'
481'

6,352'

30.82'

Type Size
14

State:

6,355'

Conductor

Production 5 1/2"
8 5/8"

Type:
Weight:

Max Pull:

PV:

API Filtrate:
HPHT Filtrate:

Vis:

YP:

pH:

10s Gels:
Rot Wt:
S/O Wt:

Depth

Field:

Location:

County:

Rig Name:

Formation:

19568DUCHESNE

Elevation:

Xabier Lasa 435-823-6014

Monel

0.0

STATE 6-36-8-15

S36 T8S R15E

Daily 5

5

NDSI #3

Wait on Completion

GMBU CTB1 Report No:

24

6,355'

6,320'

6,320'

Surface

0'

Weight

15.5 J-55

Grade

J-55 STC

TopConnection

LTC

Smith MI616 PDC Bit 1.00'
Component Length

Shoe Test

Cake:
Oil/H2O Ratio:
ES:

10m Gels:

% LGS:
% Sand:
LCM (ppb):
Calcium:

MBT:
Pm:
Pf/Mf:
% Solids:

Chlorides:

Fresh water
8.5
31

WOB:
Tot RPM:
Torque:
P/U Wt:

Cnx Gas:

/

Avg Gas:
Max Gas:

4,295'

4,668'

5,017'

Index 1.84'

XO

495.53'
2.98'

Hunting .33 Mud Motor 34.79'

Gap sub 3.34'

3.03'

SPR #2:

999

Cement w/300 sks of lead (PL II+3%KCL+.05#SF+.5#CF+2%kol seal)@ 11ppg and 3.53 yield and 400 sks of

BOP Drill? High / Low

90-630

HHP/in2:
%P @ bit:

AV DP/DC:
SPR #1:

Trip Gas:

XO
17   6"  DC's

1/17/2011

P Clean mud tanks

S/N
JE2564

Rig up Halliburton,Log f/6355' to surface,density,porosity,sonic wave,

ROPFootage Hrs
5,922' 72.0

2.5

Grade
82.2

In Out
6,360'

Type

of fresh, returned 20 bbls to pit,bump plug to 2276psi, BLM and State were notified via email of TD

tail (50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1) mixed @ 14.4ppg and 1.24 yield, displaced w/ 150.5 bbls

1:00
3:301:00

3:30

Bit # Size Make
1 7 7/8" Smith

From To Hours

P
19:00 19:30

P
11.08:00 19:00
2.06:00 8:00

P

P
P3.5

0.5
R/U QT Casing and run 151jts of 5.5",15.5#,J-55 set @ 6351.78', land w/ mandrill

Change rams test w/ B&C Quicktest to 2000#/10 minutes, tested good

Lay down drill pipe and BHA , directional tools

2.5

Circulate

Summary

2.0

9

P / U

P
23:00
19:30 23:00

6:00

None

rig down and move rig

1-1-TD438'

0

6/16MI616

Daily Drilling Report

2000

Contract Pers. 18

1/19/2011

AFE No:

Daily Cost:

KB: 12
Supervisor:

Rig Release DateGREEN RIVER

Since Spud:

Cum. Cost:

Supervisor 2:

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/19/2011
RtK D MUL3 Ims Present Ops: Wait on Completion

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 5
Location: S36 T8S R15E KB: 12 Since Spud: 5
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 171,446
Elevation: 5761 Rig Phone: Cum. Cost: 382,205

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: 0.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'
Production 5 1/2" 15.5 J-55 LTC 6,352'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: Component Length ID OD
Weight: 8.5 Tot RPM: Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: I 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: HHPlin : AV DPIDC:
Calcium: 6,028' 2.50° 209.93° GPM: %P @bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 6,360' 5,922' 72.0 82.2 1-1-TD

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 8:00 2.0 P Lay down drill pipe and BHA , directional tools
8:00 19:00 11.0 P Rig up Halliburton,Log f/6355' to surface,density,porosity,sonic wave,
19:00 19:30 0.5 P Change rams test w/ B&C Quicktest to 2000#l10 minutes, tested good
19:30 23:00 3.5 P R/U QT Casing and run 151jts of 5.5",15.5#,J-55 set @6351.78', land w/ mandrill
23:00 1:00 2.0 P Circulate
1:00 3:30 2.5 P Cement w/300 sks of lead (PL II+3%KCL+.05#SF+.5#CF+2%kol seal)@ 11ppg and 3.53 yield and 400 sks of

tail (50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1) mixed @ 14.4ppg and 1.24 yield, displaced w/ 150.5 bbls
of fresh, returned 20 bbls to pit,bump plug to 2276psi, BLM and State were notified via email of TD

3:30 6:00 2.5 P Clean mud tanks

24 Hour Activity Summary:
Lay down drill pipe and Bha,RIU Halliburton and log, loggers TD-6355', change rams and test to 2000#l10 min. RIU QT Casing and run 151 jts 5.5"
set @6351.78', Cement wl 300sks lead 400sks tail, returned 20 bbls to pit, clean mud tanks

24 Hour Plan Forward:
rig down and move rig

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 35 / 10 Diesel Used: 999
BOP Test Press: 2000 Function Test? Yes Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: breezy Diesel on Loc: 4,554
Contract Pers. 18

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/19/2011
RtK D MUL3 Ims Present Ops: Wait on Completion

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 5
Location: S36 T8S R15E KB: 12 Since Spud: 5
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 171,446
Elevation: 5761 Rig Phone: Cum. Cost: 382,205

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: 0.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'
Production 5 1/2" 15.5 J-55 LTC 6,352'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: Component Length ID OD
Weight: 8.5 Tot RPM: Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: I 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: HHPlin : AV DPIDC:
Calcium: 6,028' 2.50° 209.93° GPM: %P @bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 6,360' 5,922' 72.0 82.2 1-1-TD

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 8:00 2.0 P Lay down drill pipe and BHA , directional tools
8:00 19:00 11.0 P Rig up Halliburton,Log f/6355' to surface,density,porosity,sonic wave,
19:00 19:30 0.5 P Change rams test w/ B&C Quicktest to 2000#l10 minutes, tested good
19:30 23:00 3.5 P R/U QT Casing and run 151jts of 5.5",15.5#,J-55 set @6351.78', land w/ mandrill
23:00 1:00 2.0 P Circulate
1:00 3:30 2.5 P Cement w/300 sks of lead (PL II+3%KCL+.05#SF+.5#CF+2%kol seal)@ 11ppg and 3.53 yield and 400 sks of

tail (50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1) mixed @ 14.4ppg and 1.24 yield, displaced w/ 150.5 bbls
of fresh, returned 20 bbls to pit,bump plug to 2276psi, BLM and State were notified via email of TD

3:30 6:00 2.5 P Clean mud tanks

24 Hour Activity Summary:
Lay down drill pipe and Bha,RIU Halliburton and log, loggers TD-6355', change rams and test to 2000#l10 min. RIU QT Casing and run 151 jts 5.5"
set @6351.78', Cement wl 300sks lead 400sks tail, returned 20 bbls to pit, clean mud tanks

24 Hour Plan Forward:
rig down and move rig

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High I Low 35 / 10 Diesel Used: 999
BOP Test Press: 2000 Function Test? Yes Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: breezy Diesel on Loc: 4,554
Contract Pers. 18

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

Well Name:

Report Date:

Present Ops:

Rig Phone:

Depth (MD): PTD (MD): Daily Footage: Avg ROP:

Depth (TVD): PTD (TVD): Drilling Hours: Exp TD Date:

Casing Data:

Mud Properties: Drilling Parameters: BHA:

Surveys:

Hydraulics:

Bit Info:

Activity Summary (6:00am - 6:00am)

24 Hour Activity Summary:

24 Hour Plan Forward:

Safety Weather Fuel

Function Test?

Jets

6,355'

2.42º

209.09º1.89º

5,490'

Newfield Pers.

1/14/2011

6,028' 209.93º2.50º

4,300breezy
clear

Inc Azi

197.01º PP:

Wind:
No

Incidents?

Last BOP Test:
BOP Test Press:

rig down prepare for rig move

30 / 15no

230.67º

226.27º

3,504' 2.54º 239.31º

3,946' 2.42º

2.46º

Diesel on Loc:

Diesel Used:
Diesel Recvd:

219.42º

210.19º

Conditions:

GPM:
TFA: Jet Vel:

2.29º

2.37º

Total Length: 573.33

ID OD

UT 6,675

Rig Email:

388,880

Bottom

5761

01/19/11

5'
481'

6,352'

30.82'

Type Size
14

State:

6,355'

Conductor

Production 5 1/2"
8 5/8"

Type:
Weight:

Max Pull:

PV:

API Filtrate:
HPHT Filtrate:

Vis:

YP:

pH:

10s Gels:
Rot Wt:
S/O Wt:

Depth

Field:

Location:

County:

Rig Name:

Formation:

19568DUCHESNE

Elevation:

Xabier Lasa 435-823-6014

Monel

STATE 6-36-8-15

S36 T8S R15E

Daily 6

6

NDSI #3

Wait on Completion

GMBU CTB1 Report No:

24

6,355'

6,320'

6,320'

Surface

0'

Weight

15.5 J-55

Grade

J-55 STC

TopConnection

LTC

Smith MI616 PDC Bit 1.00'
Component Length

Shoe Test

Cake:
Oil/H2O Ratio:
ES:

10m Gels:

% LGS:
% Sand:
LCM (ppb):
Calcium:

MBT:
Pm:
Pf/Mf:
% Solids:

Chlorides:

Fresh water
8.5
31

WOB:
Tot RPM:
Torque:
P/U Wt:

Cnx Gas:

/

Avg Gas:
Max Gas:

4,295'

4,668'

5,017'

Index 1.84'

XO

495.53'
2.98'

Hunting .33 Mud Motor 34.79'

Gap sub 3.34'

3.03'

SPR #2:

254BOP Drill? High / Low

90-630

HHP/in2:
%P @ bit:

AV DP/DC:
SPR #1:

Trip Gas:

XO
17   6"  DC's

1/17/2011

S/N
JE2564

Release Rig @ 07:30

ROPFootage Hrs
5,922' 72.0

Grade
82.2

In Out
6,360'

TypeBit # Size Make
1 7 7/8" Smith

From To Hours
P1.56:00 7:30 Rig down and prepare for rig move

Summary

9

P / U

None

move rig to State 12-36-8-15 on 1-19-11.

1-1-TD438'

0

6/16MI616

Final Daily Drilling Report

2000

Contract Pers. 0

1/20/2011

AFE No:

Daily Cost:

KB: 12
Supervisor:

Rig Release DateGREEN RIVER

Since Spud:

Cum. Cost:

Supervisor 2:

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Final Daily Drilling Report Report Date: 1/20/2011
RtK D MUL3 Ims Present Ops: Wait on Completion

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 6
Location: S36 T8S R15E KB: 12 Since Spud: 6
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 6,675
Elevation: 5761 Rig Phone: Cum. Cost: 388,880

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'
Production 5 1/2" 15.5 J-55 LTC 6,352'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: Component Length ID OD
Weight: 8.5 Tot RPM: Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: I 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: HHPlin : AV DPIDC:
Calcium: 6,028' 2.50° 209.93° GPM: %P @bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438 6,360' 5,922' 72.0 82.2 1-1-TD

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 7:30 1.5 P Rig down and prepare for rig move

Release Rig @07:30

24 Hour Activity Summary:
rig down prepare for rig move

24 Hour Plan Forward:
move rig to State 12-36-8-15 on 1-19-11.

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? no High I Low 30 / 15 Diesel Used: 254
BOP Test Press: 2000 Function Test? No Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: breezy Diesel on Loc: 4,300
Contract Pers. O

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFI ELD weliName: STATE 6-36-8-15

Final Daily Drilling Report Report Date: 1/20/2011
RtK D MUL3 Ims Present Ops: Wait on Completion

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 6
Location: S36 T8S R15E KB: 12 Since Spud: 6
County· DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 6,675
Elevation: 5761 Rig Phone: Cum. Cost: 388,880

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'
Production 5 1/2" 15.5 J-55 LTC 6,352'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: Component Length ID OD
Weight: 8.5 Tot RPM: Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: PIU Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OilIH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: I 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: HHPlin : AV DPIDC:
Calcium: 6,028' 2.50° 209.93° GPM: %P @bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438 6,360' 5,922' 72.0 82.2 1-1-TD

Activity Sunmary (6:00 im - 6:0 )am)
From To Hours P I U Summary
6:00 7:30 1.5 P Rig down and prepare for rig move

Release Rig @07:30

24 Hour Activity Summary:
rig down prepare for rig move

24 Hour Plan Forward:
move rig to State 12-36-8-15 on 1-19-11.

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? no High I Low 30 / 15 Diesel Used: 254
BOP Test Press: 2000 Function Test? No Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: breezy Diesel on Loc: 4,300
Contract Pers. O

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

8 5/8" CASING SET AT 480.57

LAST CASING    14     SET AT 5 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUM TO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUM TO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # Ross #29
TD DRILLER 480         LOGGER

HOLE SIZE 12 1/4"

LOG OF CASING STRING:

PIECES OD  ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 Wellhead A 1.42

11 8 5/8" Casing (shoe jt 43.05) 24 J-55 STC A 468.25

1 8 5/8" Guide Shoe A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 470.57

TOTAL LENGTH OF STRING 470.57 11 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 2.32 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 480.57
TOTAL 468.25 11

TOTAL CSG. DEL. (W/O THRDS)      COMPARE

BEGIN RUN CSG. Spud 4:00 PM 12/23/2010 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 6:00 PM 12/23/2010 Bbls CMT CIRC TO SURFACE 5

BEGIN CIRC 1:12 PM 1/10/2011 RECIPROCATED PIP No

BEGIN PUMP CMT 1:23 PM 1/10/2011  

BEGIN DSPL. CMT 1:39 PM 1/10/2011 BUMPED PLUG TO 183

PLUG DOWN 1:48 PM 1/10/2011

TIMING

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8" CASING SET AT 480.57

LAST CASING 14 SET AT 5 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # Ross #29
TD DRILLER 480 LOGGER
HOLE SIZE 12 1/4"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 Wellhead A 1.42
11 8 5/8" Casing (shoe jt43.05) 24 J-55 STC A 468.25
1 8 5/8" Guide Shoe A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 470.57
TOTAL LENGTH OF STRING 470.57 11 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 2.32 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 480.57

TOTAL 468.25 11
TOTAL CSG. DEL. (W/O THRDS) ¯ COMPARE

TIMING
BEGIN RUN CSG. Spud 4:00 PM 12/23/2010 GOOD CIRC THRU JOB Yes
CSG. IN HOLE 6:00 PM 12/23/2010 Bbls CMT CIRC TO SURFACE 5
BEGIN CIRC 1:12 PM 1/10/2011 RECIPROCATED PIP No
BEGIN PUMP CMT 1:23 PM 1/10/2011
BEGIN DSPL. CMT 1:39 PM 1/10/2011 BUMPED PLUG TO 183
PLUG DOWN 1:48 PM 1/10/2011

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8" CASING SET AT 480.57

LAST CASING 14 SET AT 5 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # Ross #29
TD DRILLER 480 LOGGER
HOLE SIZE 12 1/4"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 Wellhead A 1.42
11 8 5/8" Casing (shoe jt43.05) 24 J-55 STC A 468.25
1 8 5/8" Guide Shoe A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 470.57
TOTAL LENGTH OF STRING 470.57 11 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 2.32 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 480.57

TOTAL 468.25 11
TOTAL CSG. DEL. (W/O THRDS) ¯ COMPARE

TIMING
BEGIN RUN CSG. Spud 4:00 PM 12/23/2010 GOOD CIRC THRU JOB Yes
CSG. IN HOLE 6:00 PM 12/23/2010 Bbls CMT CIRC TO SURFACE 5
BEGIN CIRC 1:12 PM 1/10/2011 RECIPROCATED PIP No
BEGIN PUMP CMT 1:23 PM 1/10/2011
BEGIN DSPL. CMT 1:39 PM 1/10/2011 BUMPED PLUG TO 183
PLUG DOWN 1:48 PM 1/10/2011

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

CEMENT USED CEMENT COMPANY- BJ
STAGE # SX CEMENT TYPE & ADDITIVES

1 220

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING

Middle of first, top of second and third for a total of three.

COMPANY REPRESENTATIVE Adam Ferrari        DATE 1/10/2011

Class "G"+2%CaCl Mixed @ 15.8ppg W/1.17yield Returned 5bbls to pit

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

CEMENTUSED CEMENTCOMPANY- BJ
STAGE # SX CEMENT TYPE &ADDITIVES

1 220 Class"G"+2%CaCIMixed@ 15.8ppg W/1.17yield Retumed 5bblstopit

CENTRALIZER h SCRATCHER PLACEMENT SHOW MAKE & SPACING
Middle of first, top of second and third for a total of three.

COMPANY REPRESENTATIVE Adam Ferrari DATE 1/10/2011

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

CEMENTUSED CEMENTCOMPANY- BJ
STAGE # SX CEMENT TYPE &ADDITIVES

1 220 Class"G"+2%CaCIMixed@ 15.8ppg W/1.17yield Retumed 5bblstopit

CENTRALIZER h SCRATCHER PLACEMENT SHOW MAKE & SPACING
Middle of first, top of second and third for a total of three.

COMPANY REPRESENTATIVE Adam Ferrari DATE 1/10/2011

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

5 1/2" CASING SET AT 6351.78

LAST CASING    8 5/8"     SET AT 481 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUM TO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUM TO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # NDSI # 3
TD DRILLER 6355         LOGG 6355

HOLE SIZE 7"

LOG OF CASING STRING:

PIECES OD  ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 5 1/2" Landing jt. 15.5 J-55 LTC A 16

150 5 1/2" LT&C Casing 15.5 J-55 LTC a 6303.78

1 5 1/2" Float collar A 1.5

1 5 1/2" LT&C Casing 15.5 J-55 LTC A 33

1 5 1/2" Guide shoe A 1.5

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 6355.78

TOTAL LENGTH OF STRING 6355.78 LESS CUT OFF PIECE 16

LESS NON CSG. ITEMS 19 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 42.73 1 CASING SET DEPTH 6,351.78
TOTAL 6379.51 1

TOTAL CSG. DEL. (W/O THRDS) 6379.51 152      COMPARE

BEGIN RUN CSG. Spud 7:30 PM 1/18/2011 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 11:00 PM 1/18/2011 Bbls CMT CIRC TO SURFACE 20

BEGIN CIRC 11:00 PM 1/18/2011 RECIPROCATED PIP No

BEGIN PUMP CMT 1:30 AM 1/19/2011  

BEGIN DSPL. CMT 2:30 AM 1/19/2011 BUMPED PLUG TO 2276

PLUG DOWN 2:52 AM 1/19/2011

TIMING

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASING SET AT 6351.78

LAST CASING 8 5/8" SET AT 481 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # NDSI # 3
TD DRILLER 6355 LOGC 6355
HOLE SIZE 7"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 5 1/2" Landing jt. 15.5 J-55 LTC A 16
150 5 1/2" LT&C Casing 15.5 J-55 LTC a 6303.78

1 5 1/2" Float collar A 1.5
1 5 1/2" LT&C Casing 15.5 J-55 LTC A 33
1 5 1/2" Guide shoe A 1.5

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 6355.78
TOTAL LENGTH OF STRING 6355.78 LESS CUT OFF PIECE 16
LESS NON CSG. ITEMS 19 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 42.73 1 CASING SET DEPTH 6,351.78

TOTAL 6379.51 1
TOTAL CSG. DEL. (W/O THRDS) 6379.51 152 ¯ COMPARE

TIMING
BEGIN RUN CSG. Spud 7:30 PM 1/18/2011 GOOD CIRC THRU JOB Yes
CSG. IN HOLE 11:00 PM 1/18/2011 Bbls CMT CIRC TO SURFACE 20
BEGIN CIRC 11:00 PM 1/18/2011 RECIPROCATED PIP No
BEGIN PUMP CMT 1:30 AM 1/19/2011
BEGIN DSPL. CMT 2:30 AM 1/19/2011 BUMPED PLUG TO 2276
PLUG DOWN 2:52 AM 1/19/2011

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASING SET AT 6351.78

LAST CASING 8 5/8" SET AT 481 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # NDSI # 3
TD DRILLER 6355 LOGC 6355
HOLE SIZE 7"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 5 1/2" Landing jt. 15.5 J-55 LTC A 16
150 5 1/2" LT&C Casing 15.5 J-55 LTC a 6303.78

1 5 1/2" Float collar A 1.5
1 5 1/2" LT&C Casing 15.5 J-55 LTC A 33
1 5 1/2" Guide shoe A 1.5

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 6355.78
TOTAL LENGTH OF STRING 6355.78 LESS CUT OFF PIECE 16
LESS NON CSG. ITEMS 19 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 42.73 1 CASING SET DEPTH 6,351.78

TOTAL 6379.51 1
TOTAL CSG. DEL. (W/O THRDS) 6379.51 152 ¯ COMPARE

TIMING
BEGIN RUN CSG. Spud 7:30 PM 1/18/2011 GOOD CIRC THRU JOB Yes
CSG. IN HOLE 11:00 PM 1/18/2011 Bbls CMT CIRC TO SURFACE 20
BEGIN CIRC 11:00 PM 1/18/2011 RECIPROCATED PIP No
BEGIN PUMP CMT 1:30 AM 1/19/2011
BEGIN DSPL. CMT 2:30 AM 1/19/2011 BUMPED PLUG TO 2276
PLUG DOWN 2:52 AM 1/19/2011

RECEIVED: Jan. 06,



RECEIVED: Jan. 06, 2015

CEMENT USED CEMENT COMPANY- Bj Services
STAGE # SX CEMENT TYPE & ADDITIVES

1 300

2 400

CENTRALIZER & SCRATCHER PLACEMENT SHOW MAKE & SPACING

Middlde of first, top of second and third then every third for a total of 20.

COMPANY REPRESENTATIVE Xabier Lasa        DATE 1/19/2011

PL II+3%KCL+.05#SF+.5#CF+2%kol seal

50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1

Sundry Number: 59576 API Well Number: 43013342290000Sundry Number: 59576 API Well Number: 43013342290000

CEMENT USED CEMENT COMPANY- Bj Services
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 PL II+3%KCL+.05#SF+.5#CF+2%kolseal
2 400 50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1

CENTRALIZER h SCRATCHER PLACEMENT SHOW MAKE & SPACING
Middlde of first, top of second and third then every third for a total of 20.

COMPANY REPRESENTATIVE Xabier Lasa DATE 1/19/2011

RECEIVED: Jan. 06,

Sundry Number: 59576 API Well Number: 43013342290000

CEMENT USED CEMENT COMPANY- Bj Services
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 PL II+3%KCL+.05#SF+.5#CF+2%kolseal
2 400 50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1

CENTRALIZER h SCRATCHER PLACEMENT SHOW MAKE & SPACING
Middlde of first, top of second and third then every third for a total of 20.

COMPANY REPRESENTATIVE Xabier Lasa DATE 1/19/2011

RECEIVED: Jan. 06,



RECEIVED: Apr. 08, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 ML-21835 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  

8. WELL NAME and NUMBER:
 STATE 6-36-8-15 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2099 FNL 2053 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

3 /12 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The State 6-36-8-15 was Plugged and Abandoned on 03/12/2015. See
Attached Procedure.

NAME (PLEASE PRINT) PHONE NUMBER 
 Mandie Crozier 435 646-4825

TITLE
 Regulatory Tech

SIGNATURE
 N/A

DATE
 4 /8 /2015

April 15, 2015

Sundry Number: 62448 API Well Number: 43013342290000Sundry Number: 62448 API Well Number: 43013342290000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING ML-21835

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
STATE 6-36-8-15

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013342290000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2099 FNL 2053 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 36 Township: 08.0S Range: 15.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

3/12/2015
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The State 6-36-8-15 was Plugged and Abandoned on 03/12/2015. See Accepted by the
Attached Procedure. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 15, 2015

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Mandie Crozier 435 646-4825 Regulatory Tech

SIGNATURE DATE
N/A 4/8/2015

RECEIVED: Apr. 08,



RECEIVED: Apr. 08, 2015

Sundry Number: 62448 API Well Number: 43013342290000Sundry Number: 62448 API Well Number: 43013342290000

NEWFIELD
Summary Rig Activity

Well Name: State 6-36-8-15
Job Category Job Start Date Job End Date

Daily Operations
Report Start Date Report End Date 24hr Activity Sumnary

3/12/2015 3/12/2015 MIRUSU. TIE tbg. Cement well. LDtbg. RDMOSU.
Start Time End Time Comment

07:00 08:30 Well was shut in.
startTime End Time Comment

08:30 12:30 GPS 40.0759589°N, 110.1825844°W. 07:00-07:30 Crew Travel. 07:30-08:00 JSA and Safety Meeting with rig
crew. 08:00-08:30 Rig up rig, set in pipe trailers.

Start Time End Time Comment
12:30 16:30 08:30-09:30 Nipple down Night cap & nipple up stripping head then rig up flowback and flat tank. 09:30-12:30

Tally and PU 2 7/8" tbg, RIH to 3886', instal Iwashington head rubber.
Start Time End Time Comment

16:30 18:00 12:30-13:00 Richard Powell w/ State of Utah witnessed all cementing. Pump 3.6 bbis(20.6 ft^3) of type G
cement then flush TBG with 20.5 bbls fresh water, (Cement in Place at 12:48) POOH 4 stands to 3638' then
reverse circ. 35 bbls (Returned 3 bbi of interface water). 13:00-16:30 Wait on Cement,

Start Time End Time Comment
18:00 19:00 16:30-17:00 RIH to 3766' tag Cement top Pull out to 3766 and Pump 70 bbls of H2O treated with Biocide and

Corrosion inhibitor to displace water up to 500'17:00-18:00 Pull out of hole, Stand back 8 stands then Lay down
TBG.

Start Time End Time Comment
19:00 20:00 18:00-19:00 Trip in 8 stds to 497' Pump 13 bbls (73 ft^3)Type G cement, POOH, Lay down Tbg and nipple down

B-section. Fillup "topout" with 1.4 bbls (7.8 ft^3) type G cement (all cement in place at 18:35) Wash up and rig
down Pro Petro.

Start Time End Time Comment
20:00 21:00 RDMOSU.

Start Time End Time Comment
21:00 00:00 SIFN.

Report Start Date Report End Date 24hr ActivitySumnary
3/16/2015 3/16/2015 Dig up well head. Top cement off. Instal dry hole marker.

Start Time End Time Comment
13:15 15:30 Richard Powell wl State Of Utah witness cementing. Dig up wellhead. Cut off wellhead. RU Pro Petro. Pump 50

sxs cement down surface casing. Had 4 bbis cement returned to pit. Insta platte & 10' x 4" marker pole. Backfill
surface. Removed deadmen anchors.

I
www.newfield.com Page 1/1 Report Printed:



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000
Form 3160-4
(March 2(112)

UNITED STATES
FORM APPROVED

DEPARTMENT OF THE INTERIOR ,yg se goo4_p;3,

BUREAU OF LAND MANAGEMENT Expires october31.2ni4

WELL COMPLETION OR RECOMPLETION REPORT AND LOG 5 LeaseSerialNo
ML-21835

la Type of Well Oil Well Gas Well Drv 2 Other 6 If Indian, Allottee or Tnbe Name
b Type of Completion New Well Work Over Deepen Plug Back Diff Resvr .

7 Unit or CA Agreement Name and NoOther P&A UTU87538X
2 Name of Operator 8 Lease Name and Well No
NEWFIELD EXPLORATION State 6-36-8-15
3 Address ROUTE #3 BOX 3630 3a Phone No. (include area coder 9 API Well No.

MYTON. UT 84052 Ph:435-646-3721 43-013-34229
4 Location of Well tReport location clearlv and in accordance with Federal requirements)* 10 Field and Pool or Exploratory

MONUMENT BUTTE
At surface 2099 FNL 2053 FWL SE/NW Section 36, T8S R15E ll Sec., T . R . M . on Block and

Survey or Area SEC 36. T8S R15E

At top prod interval reported below 12 Countv or Parish 13 State

At total depth DUCHESNE UT

14 Date Spudded 15 Date T.D Reached 16 Date Completed 01/20/2011 17 Elevations (DF, RKB. RT. GI )*
12/23/2010 01/18/2011 D & A Ready to Prod 5761' GL 5773' KB

18 Total Depth MD 6355 19 Plug Back T D.. MD 6320 |20.Depth Bridge Plug Set: MD
TVD 6355 TVD 6320 | TVD

21. Type Flectric & other Mechamcal I ogs Run (Submit copy of each) 22 Was well cored No Yes (Submit anal sis)

CMT BOND Was DST run No Yes (Submit report)
Directional Surves? No Yes (Submit cops)

23. Casingand Lmer Record (Report all strings set in well)

IIole Size Size/Grade Wt (= ft ) Top (MD) Bottom (MD) StageD menter o of SC
t

oL Cement Top* Amount Pulled

12-1/4" 8-5/8" J-55 24 O' 481 220 CLASS G
7-7/8" 5-1/2" J-55 15.50 O' 6352 Lead 300 Prem Light

Tail 400 50/50 POZ

\ | |
24 Tubing Record

Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

|
25 Produems Intervals 26 Perforation Record

formation Top Bottom Perforated Interval Size No Holes Perf Status

B)

C)

D)

27 Acid. Fracture. Treatment Cement Squeeze, etc
Depth Interval Amount and Type of Material

28 Production - Interval A
Date First Iest Date Hours fest 311 3as Water 311Gravit) 3as Production Method
Produced fested Production BBL MCF BBL Corr API 3ravits

Choke Tbg Press Usg 24 Hr Dil 3as Water 3as/Oil Well Status
Size Flwg Press Rate BBL MCF BBL Ratio

SI

28a Production - Interval B
Date First lest Date Hours fest Dil 3as Water 3tl Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr API 3ravitt

Choke Tbg Press Usg 24 Hr Gil 3as Water Gas/Oil Well Status
Size Elwg Press Rate BBL MCF ßBL Ratio

SI

*(See instructions and spaces for additional data on page



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

28b. Production - Interval C
Date First Test Date Hours Test 3il Gas Water 3il Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Osg. 24 Hr. 3il Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First fest Date Hours Test Dil Gas Water Dil Gravity 3as Production Method
Produced Tested Production BBL MCF BBL Corr. API 3ravity

Choke Tbg. Press. Csg. 24 Hr Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solid, used forfuel,vented, etc.)

30. Summary of Porous Zones (Include Aquifers): 31. Formation (Log) Markers
GEOLOGICAL MARKERS

Show all important zones of porosity and contents thereof: Cored intervalsand all drill-stemtests,
includingdepth interval tested, cushion used, time tool open, flowingand shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

GREEN RIVER FORMATION 1605

GARDEN GULCH MEMBER 4135

32. Additional remarks (include plugging procedure):

This well was SPUD in 2011. The well was drilled but never completed.
Well was Plugged and Abandoned on 3/12/15. See P&A Sundry for Details.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

Sundry Notice for plugging and cement verification Core Analysis Other: Daily Drilling Reports and Casing and Cement Reports

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please prind Magdp Crozier a Title Regulatory Specialist

Signature Date 04/13/2015

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United States any
false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Continued on page 3) (Form 3160-4, page



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

N EW FI ELD Well Name: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/13/2011
Me MM Present Ops: Waiting on Cement

Field: GMBU CTB1 Rig Name: Ross #29 Report No: SPUD 1
Location: S36 T8S R15E KB: 12 Since Spud:
County: DUCHESNE Supervisor: Adam Ferrari AFE No: 19568
State: UT Supervisor 2: Daily Cost: 71,156
Elevation: 5761 Rig Phone: 435- 823-6740 Cum. Cost: 71,156

Formation: UINTAH Rig Email: aferrari@newfield.com Rig Release Date 01/19/11

Depth (MD): 480' PTD (MD): 480' Daily Footage: Avg ROP:
Depth (TVD): 480' PTD (TVD): 480' Drilling Hours: Exp TD Date:

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 O' 5'
Surface 8 5/8" 24 J-55 STC 0' 481'

Mud Properties Drilling Parameters: BHA:
Type: Air/Mist WOB: Component Length ID OD
Weight: Tot RPM:
Vis: Torque:
PV: PIU Wt:
YP: Rot Wt:
10s Gels: SIO Wt:
10m Gels: Max Pull:
pH: Avg Gas:
API Filtrate: Max Gas:
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
Oil/H2O Ratio:
ES: Surveys:
MBT: Depth inc Azi
Pm:
PflMf: I
% Solids: Total Length: 0.00
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: HHPlin2: AV DPIDC:
Calcium: GPM: %P @ bit: SPR #1:
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets in Out Footage Hrs ROP Grade

Activity Sunimary (6:00> m - 6:Onam)
From To Hours P I U Summary

On 12-23-10 Ross # 29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts. Of 8 5/8" casing set
@468.25'. On 1-10-11 cement wl BJ wl 220 sks of class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17
yield. Returned 5bbis to pit, bump plug to 183 psi, BLM and State were notified of spud via email.

24 Hour Activity Summary:
On 12-23-10 Ross #29 spud and drilled 480 of 12 1/4" hole, P/U and run 11 jts of 8 5/8" casing set @468.25', On 1-10-11 cement w/ BJ w/ 220 sks of
class G+2%kcl+.25#CF mixed @ 15.8ppg and 1.17 yield. Retumed 5bbls to pit

24 Hour Plan Forward:
Wait on NDSI #3

Safety Weather Fuel
Last BOP Test: BOP DrilI7 High I Low 0 / -20 Diesel Used:
BOP Test Press: Function Test? Conditions: clear Diesel Recvd: 0
Newfield Pers. 1 Incident None Wind: calm Diesel on Loc: 0
Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

NEW FIELD Well Name: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/14/2011

Y Moesul> Present Ops: Rigging down

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: MOB 1
Location: S36 T8S R15E KB: 12 Since Spud: 0
County: DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 4,060

Elevation: 5761 Rig Phone: Cum. Cost: 75,216
Formation: UINTAH Rig Email: Rig Release Date 01/19/11

Depth (MD): 480' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 480' PTD (TVD): 6,320' Drilling Hours: 0.0 Exp TD Date:

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: WOB: Component Length ID OD
Weight: Tot RPM:
Vis: Torque:
PV: P/U Wt:
YP: Rot Wt:
10s Gels: S/O Wt:
10m Gels: Max Pull:
pH: Avg Gas:
API Filtrate: Max Gas:
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OillH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm:
PflMf: /
% Solids: Total Length: 0.00
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: HHPlin : AV DP/DC:
Calcium: GPM: %P @ bit: SPR #1:
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

Activity Surimary (6:00 am - 6:0)am)
From To Hours P / U Summary
23:00 6:00 7.0 P RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

24 Hour Activity Summary:
RD to move rig # 3 from Federal 13-25-8-15 to State 6-36-8-15

24 Hour Plan Forward:
Move rig to State 6-36-8-15 /RU /Pressure test/PU BHA /Drill

Safety Weather Fuel
Last BOP Test: BOP Drill? no High / Low 17 / -5 Diesel Used: 0
BOP Test Press: Function Test7 No Conditions: Clear Diesel Recvd: 0
Newfield Pers. 6 Incidents? None Wind: Calm Diesel on Loc: 2,450
Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

NEWFIELD WelI Name: STATE6-36-8-15

Daily Drilling Report Report Date: 1/15/2011

MoDMAca Present Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 1
Location: S36 T8S R15E KB: 12 Since Spud: 1

County: DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 65,547
Elevation: 5761 Rig Phone: Cum. Cost: 140,763

Formation: UINTAH Rig Email: Rig Release Date 01/19/11

Depth (MD): 1,190' PTD (MD): 6,320' Daily Footage: 710' Avg ROP: 101.4
Depth (TVD): 1,190' PTD (TVD): 6,320' Drilling Hours: 7.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 18 Component Length ID OD
Weight: 8.5 Tot RPM: 65 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: P/U Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: S/O Wt: Gap sub 3.34'
10m Geis: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
OillH2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 512' 0.53° 6.77°

Pf/Mf: / 795' 0.44° 26.01°

% Solids: 955' 0.79° 36.56° Total Length: 573.33
% LGS:
% Sand: Hydraulics:
LCM (ppb): PP: 800 HHPlin : AV DP/DC: MD 80 pump

Calcium: GPM: 420 %P @ bit: SPR #1:
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type S/N Jets in Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 6/16 438' 752' 7.0 107.4

Activity Surimary (6:00am - 6:0)am)
From To Hours P / U Summary
6:00 14:00 8.0 P On 1/14/11 Jones Trucking moved Rig # 3 from Federal 13-25-8-15 to State 6-36-8-15/Set all Equipment

14:00 17:30 3.5 P RU Quick testíTest Kelly,Safety Valve,Pipe & Blind rams &Choke to 2000 psi for10 min.lAll OKl
Test Casing to 1500 psi for 30 min./OK

17:30 20:00 2.5 P PU BHA with Pay Zone Directional tools/ Tag Cmt. @ 438'

20:00 21:30 1.5 P Drill 7 7/8" hole from 438' to 530'lWOB 12/RPM 65/GPM 420/ROP 61 FPH

21:30 22:30 1.0 U Work on Pason pressure sensor
22:30 23:30 1.0 P Drill 7 7/8" hole from 530' to 614' /WOB 18/RPM 65/GPM 420/ROP 84 FPH

23:30 0:00 0.5 P Install rotating head rubber and Drive bushings.

0:00 1:00 1.0 P Drill 7 7/8" hole from 614' to 708'lWOB 18/RPM 65/ GPM 420/ROP 94 FPH

1:00 2:00 1.0 U Thaw lines to Yellow dog pump

2:00 6:00 4.0 P Drill 7 7/8" hole from 708' to 1190'lWOB 18/RPM 65/GPM 420/ROP121 FPH

24 Hour Activity Summary:
On 1/14/11 Jones Trucking moved rig from Fed. 13-25-8-15 to State 6-36-8-15/Set equip./Quick test tested BOP's to 2000 psi for 10 min. & Csg. To
1500 psi for 30 min./All tested good/Changed 1 door gasket./PU BHA Itag @438'lDrill 7 7/8" to 1190'lWOB 18/

24 Hour Plan Forward:
-Drill

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High / Low 17 / 1 Diesel Used: 1,000
BOP Test Press: 2000 Function Test? Yes Conditions: Clear Diesel Recvd: 7,000
Newfield Pers. 11 Incidents? None Wind: calm Diesel on Loc: 8,930
Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

NEWF I E LD Weil Name: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/16/2011

& .Y wn NT.alNs Present Ops: Drill 7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 2
Location: S36 T8S R15E KB: 12 Since Spud: 2

County: DUCHESNE Supervisor: Johnny Davis 435-823-3612 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 36,526
Elevation: 5761 Rig Phone: Cum. Cost: 177,289

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 3,229' PTD (MD): 6,320' Daily Footage: 2,039' Avg ROP: 86.8
Depth (TVD): 3,229' PTD (TVD): 6,320' Drilling Hours: 23.5 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 18 Component Length ID OD
Weight: 8.5 Tot RPM: 67 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: P/U Wt: 109,000 XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SIO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
Oil/H2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 512' 0.53° 6.77°

PflMf: / 795' 0.44° 26.01°

% Solids: 955' 0.79° 36.56° Total Length: 573.33
% LGS: 1,613' 0.66° 21.71°

% Sand: 2,434' 0.88° 244.07° Hydraulics:
LCM (ppb): 2,684' 1.41° 217.92° PP: 1220 HHPlin : AV DPIDC: MD80 pump

Calcium: 3,061' 2.24° 232.51° GPM: 420 %P @bit: SPR #1: 'O psi @92 sp
Chlorides: TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type S/N Jets In Out Footage . Hrs ROP Grade

1 7 7/8" Smith MI616 6/16 438' 2,791' 30.5 91.5

Activity Surimary (6:00.am - 6:0 lam)

From To Hours P / U Summary
6:00 16:30 10.5 P Drill 7 7/8" hole from 1240' to 2189'lWOB 18/RPM 67/GPM 420/ROP 90 FPH

16:30 17:00 0.5 P Rig service/Function test BOP's &Crown-O-Matic/OK
17:00 6:00 13.0 P Drill 7 7/8" hole from 2189' to 3229'lWOB 18/RPM 67/GPM 420/ROP 80FPH

No Slides

24 Hour Activity Summary:
Drill7 7/8" hole from 1240' to 3229'lWOB 18/RPM 67/GPM 420/ROP 85 FPHlH2S 0 PPM/Flow 0 GPMILast survey @3061' 2.24° Dir. 232.51

24 Hour Plan Forward:
Drill

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill?. yes High / Low 11 / -5 Diesel Used: 649
BOP Test Press: 2000 Function Test? Yes Conditions: Cloudy Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: Calm Diesel on Loc: 8,281
Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

NEWF I ELD Weil Name: STATE 6-36-8-15
¯¯

Daily Drilling Report Report Date: 1/17/2011

Y MoestAlss Present Ops: Drill7 7/8" hole with fresh water

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 3
Location: S36 T8S R15E KB: 12 Since Spud: 3
County: DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 15,785
Elevation: 5761 Rig Phone: Cum. Cost: 193,074

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,320' PTD (MD): 6,320' Daily Footage: 3,091' Avg ROP: 131.5
Depth (TVD): 6,320' PTD (TVD): 6,320' Drilling Hours: 23.5 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 20,000 Component Length ID OD
Weight: 8.5 Tot RPM: 175 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: P/U Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: SlO Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
Oil/H2O Rado:
ES: Surveys:
MBT: Depth inc Azi
Pm: 1.613' 0.66° 21.71°

PflMf: / 2,434' 0.88° 244.07°

% Solids: 2,684' 1.41° 217.92° Total Length: 573.33
% LGS: 3,061' 2.24° 232.51°

% Sand: 3,504' 2.54° 239.31° Hydraulics:
LCM (ppb): 3,946' 2.42° 230.67° PP: 1350 HHPlin : AV DP/DC:
Calcium: 4,295' 2.46° 226.27° GPM: 405 %P @ bit: SPR #1: 90-630

Chlorides: 4,668' 2.29° 219.42° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type SIN Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 4,492' 54.0 83.2

Activity Sursmary (6:00-tm - 6:0 Jam)
From To Hours P / U Summary
6:00 14:00 8.0 P Drill 7 7/8" hole Fl 3229' to 3828' w/ 20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr
14:00 14:30 0.5 P Rig Service, check crownomatic and BOP , check flow-no flow
14:30 6:00 15.5 P Drill 7 7/8" hole Fl 3828' to 4930' wl 20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr

No H2S or flow in last 24 hours

24 Hour Activity Summary:
Drill7 7/8" hole F/ 3229' to 3828' wl 20K WOB,TRPM-175,GPM-410,Avg ROP-75 ft/hr, Rig Service, check crownomatic and BOP , check flow-no

flow, Drill 7 7/8" hole F/ 3828' to 4930' w/ 20K WOB,TRPM-175,GPM-405,Avg ROP-71 ft/hr,No H2S or flow in last 24 hours

24 Hour Plan Forward:
Drillahead toward TD.

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High / Low 15 / -5 Diesel Used: 1,471
BOP Test Press: 2000 Function Test? Yes Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: calm Diesel on Loc: 6,810

Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

NEWF I ELD Weil Name: STATE 6-36-8-15
¯ Daily Drilling Report Report Date: 1/18/2011

m rio tra Present Ops: Lay Down DrillPipe/BHA

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 4

Location: S36 T8S R15E KB: 12 Since Spud: 4
County: DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568

State: UT Supervisor 2: Daily Cost: 17,685
Elevation: 5761 Rig Phone: Cum. Cost: 210,759

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 35' Avg ROP: 1.9
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: 18.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: 20,000 Component Length ID OD
Weight: 8.5 Tot RPM: 170 Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: P/U Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: S/O Wt: Gap sub 3.34'
10m Gels: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
Oil/H20 Ratio:
ES: Surveys:
MBT: Depth inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: / 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: 1500 HHPlin2: AV DP/DC:
Calcium: 6,028' 2.50° 209.93° GPM: 400 %P @ bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type S/N Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 6,360' 5,922' 72.0 82.2

Activity Sunmary (6:00am - 6:0 lam)

From To Hours P / U Summary
6:00 14:00 8.0 P Drill 7 7/8" hole Fl 4930' to 5498' wl 20K WOB,TRPM-170,GPM-400,Avg ROP-71 ft/hr
14:00 14:30 0.5 P Rig Service, set crownomatic
14:30 16:30 2.0 P Drill 7 7/8" hole F/ 5498' to 5687' w/ 20K WOB,TRPM-170,GPM-400,Avg ROP-95 ft/hr
16:30 17:30 1.0 U Weld inside of drum, water spraying out,

17:30 1:30 8.0 P Drill 7 7/8" hole FI 5687' to 6355' w/20KWOB,TRPM-170,GPM-400,Avg ROP-84 ft/hr

1:30 2:30 1.0 P Circulate bottoms up to lay down for logs

2:30 4:30 2.0 P Lay down drill pipe to 4000'
4:30 5:00 0.5 P Pump 260 bbis of 9.8 Ib brine water to kill flow

5:00 6:00 1.0 P Lay down drill pipe and BHA,

24 Hour Activity Summary:
Drill 7 7/8" hole F/ 4930' to 6355' w/20KWOB,TRPM-170,GPM-400,Avg ROP-79 ft/hr, rig service, set crownomatic, weld on inside of drum to fix leak,
Lay down drill pipe to 4000', pump 260 bbis 9.8lb brine, lay down drill pipe

24 Hour Plan Forward:
lay down drill pipe and BHA,log wl halliburton, test rams,run casing, cement

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High / Low 40 / 25 Diesel Used: 1,257

BOP Test Press: 2000 Function Test? Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: areezy to 20 mp'r Diesel on Loc: 5,553
Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

\ EWF 1ELD Weil Name: STATE 6-36-8-15

Daily Drilling Report Report Date: 1/19/2011
Y Mous oss Present Ops: Wait on Completion

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 5
Location: S36 T8S R15E KB: 12 Since Spud: 5
County: DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 171,446
Elevation: 5761 Rig Phone: Cum. Cost: 382,205

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:

Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: 0.0 Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 S'
Surface 8 5/8" 24 J-55 STC 481'
Production 5 1/2" 15.5 J-55 LTC 6,352'

Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: Component Length ID OD
Weight: 8.5 Tot RPM: Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: P/U Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: S/O Wt: Gap sub 3.34'
10m Gels: Max Pull: . Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
Oil/H2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

Pf/Mf: / 3,946' 2.42° 230.67°

% Solids: 4,295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5,017' 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: HHPlin : AV DP/DC:
Calcium: 6,028' 2.50° 209.93° GPM: %P @ bit: SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type S/N Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith Ml616 JE2564 6/16 438' 6,360' 5,922' 72.0 82.2 1-1-TD

Activity Surimary (6:00am - 6:0 lam)

From To Hours P / U Summary
6:00 8:00 2.0 P Lay down drillpipe and BHA , directional tools
8:00 19:00 11.0 P Rig up Halliburton,Log fl6355' to surface,density,porosity,sonic wave,
19:00 19:30 0.5 P Change rams test wl B&CQuicktest to 2000#l10 minutes, tested good
19:30 23:00 3.5 P R/U QT Casing and run 151jts of 5.5",15.5#,J-55 set @ 6351.78', land wl mandrill
23:00 1:00 2.0 P Circulate
1:00 3:30 2.5 P Cement w/300 sks of lead (PL II+3%KCL+.05#SF+.5#CF+2%kol seal)@ 11ppg and 3.53 yield and 400 sks of

tail (50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1) mixed @ 14.4ppg and 1.24 yield, displaced wl 150.5 bbls
of fresh, returned 20 bbls to pit,bump plug to 2276psi, BLMand State were notified via email of TD

3:30 6:00 2.5 P Clean mud tanks

24 Hour Activity Summary:
Lay down drill pipe and Bha,RIU Halliburton and log, loggers TD-6355', change rams and test to 2000#l10 min. R/U QT Casing and run 151 jts 5.5"
set @6351.78', Cement w/ 300sks lead 400sks tail, returned 20 bbis to pit, clean mud tanks

24 Hour Plan Forward:
rig down and move rig

Safety Weather Fuel
Last BOP Test: 1/14/2011 BOP Drill? yes High / Low 35 / 10 Diesel Used: 999
BOP Test Press: 2000 Function Test? Yes Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: breezy Diesel on Loc: 4,554
Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

NEWF I ELD Weil Name: STATE 6-36-8-15

Final Daily Drilling Report Report Date: 1/20/2011

wav Movuuss Present Ops: Wait on Completion

Field: GMBU CTB1 Rig Name: NDSI #3 Report No: Daily 6
Location: S36 T8S R15E KB: 12 Since Spud: 6
County: DUCHESNE Supervisor: Xabier Lasa 435-823-6014 AFE No: 19568
State: UT Supervisor 2: Daily Cost: 6,675
Elevation: 5761 Rig Phone: Cum. Cost: 388,880

Formation: GREEN RIVER Rig Email: Rig Release Date 01/19/11

Depth (MD): 6,355' PTD (MD): 6,320' Daily Footage: 0' Avg ROP:
Depth (TVD): 6,355' PTD (TVD): 6,320' Drilling Hours: Exp TD Date: 1/17/2011

Casing Data:
Type Size Weight Grade Connection Top Bottom Shoe Test
Conductor 14 5'
Surface 8 5/8" 24 J-55 STC 481'
Production 5 1/2" 15.5 J-55 LTC 6,352'

I
Mud Properties Drilling Parameters: BHA:
Type: Fresh water WOB: Component Length ID OD
Weight: 8.5 Tot RPM: Smith MI616 PDC Bit 1.00'
Vis: 31 Torque: Hunting .33 Mud Motor 34.79'
PV: P/U Wt: XO 3.03'
YP: Rot Wt: Monel 30.82'
10s Gels: S/O Wt: Gap sub 3.34'
10m Gefs: Max Pull: Index 1.84'
pH: Avg Gas: XO 2.98'
API Filtrate: Max Gas: 17 6" DC's 495.53'
HPHT Filtrate: Cnx Gas:
Cake: Trip Gas:
Oil/H2O Ratio:
ES: Surveys:
MBT: Depth Inc Azi
Pm: 3,504' 2.54° 239.31°

PflMf: I 3,946' 2.42° 230.67°

% Solids: 4.295' 2.46° 226.27° Total Length: 573.33
% LGS: 4,668' 2.29° 219.42°

% Sand: 5.01T 2.37° 210.19° Hydraulics:
LCM (ppb): 5,490' 2.42° 197.01° PP: HHPlin : AV DP/DC:
Calcium: 6,028' 2.50° 209.93° GPM: %P @bit: . SPR #1: 90-630

Chlorides: 6,355' 1.89° 209.09° TFA: Jet Vel: SPR #2:

Bit Info:
Bit # Size Make Type S/N Jets In Out Footage Hrs ROP Grade

1 7 7/8" Smith MI616 JE2564 6/16 438' 6.360' 5,922' 72.0 82.2 1-1-TD

Activity Surimary (6:00am - 6:0 lam)

From To Hours P / U Summary
6:00 7:30 1.5 P Rig down and prepare for rig move

Release Rig @07:30

24 Hour Activity Summary:
rig down prepare for rig move

24 Hour Plan Forward:
move rig to State 12-36-8-15 on 1-19-11.

Safety Weather Fuel

Last BOP Test: 1/14/2011 BOP Drill? no High / Low 30 / 15 Diesel Used: 254
BOP Test Press: 2000 Function Test? No Conditions: clear Diesel Recvd: 0
Newfield Pers. 9 Incidents? None Wind: breezy Diesel on Loc: 4,300
Contract Pers.



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000
NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8" CASING SET AT 480.57

LAST CASING 14 SET AT 5 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15
DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # Ross #29
TD DRILLER 480 LOGGER
HOLE SIZE 12 1/4"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 Wellhead A 1.42
11 8 5/8" Casing (shoe jt 43.05) 24 J-55 STC A 468.25
1 8 5/8" Guide Shoe A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 470.57
TOTAL LENGTH OF STRING 470.57 11 LESS CUT OFF PIECE 2
LESS NON CSG. ITEMS 2.32 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 480.57

TOTAL 468.25 11
TOTAL CSG. DEL. (W/O THRDS) ¯ COMPARE

TIMING
BEGIN RUN CSG. Spud 4:00 PM 12/23/2010 GOOD CIRC THRU JOB Yes
CSG. IN HOLE 6:00 PM 12/23/2010 Bbis CMT CIRC TO SURFACE 5
BEGIN CIRC 1:12 PM 1/10/2011 RECIPROCATED PIP No
BEGIN PUMP CMT 1:23 PM 1/10/2011
BEGIN DSPL. CMT 1:39 PM 1/10/2011 BUMPED PLUG TO 183
PLUG DOWN 1:48 PM



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

CEMENT USED CEMENT COMPANY- BJ
STAGE # SX CEMENT TYPE & ADDITIVES

1 220 Class "G"+2%CaC1Mixed@15.8ppgWl1.17yieldRetumedSbbistopit

CENTRALIZER L SCRATCHER PLACEMENT SHOW MAKE & SPACING
Middle of first, top of second and thirdfor a total of three.

COMPANY REPRESENTATIVE Adam Ferrari DATE



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASING SET AT 6351.78

LAST CASING 8 5/8" SET AT 481 OPERATOR Newfield Exploration Company
DATUM 12 WELL STATE 6-36-8-15

DATUMTO CUT OFF CASING 12 FIELD/PROSPECT Monument Butte
DATUMTO BRADENHEAD FLANGE 12 CONTRACTOR & RIG # NDSI # 3
TD DRILLER 6355 LOGG 6355
HOLE SlZE 7"

LOG OF CASING STRING:
PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

1 5 1/2" Landing jt. 15.5 J-55 LTC A 16
150 5 1/2" LT&C Casing 15.5 J-55 LTC a 6303.78

1 5 1/2" Float collar A 1.5
1 5 1/2" LT&C Casing 15.5 J-55 LTC A 33
1 5 1/2" Guide shoe A 1.5

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 6355.78
TOTAL LENGTH OF STRING 6355.78 LESS CUT OFF PIECE 16
LESS NON CSG. ITEMS 19 PLUS DATUMTO T/CUT OFF CSG 12
PLUS FULL JTS. LEFT OUT 42.73 1 CASING SET DEPTH 6,351.78

TOTAL 6379.51 1
TOTAL CSG. DEL. (WlO THRDS) 6379.51 152 ¯ COMPARE

TIMING
BEGIN RUN CSG. Spud 7:30 PM 1/18/2011 GOOD CIRC THRU JOB Yes
CSG. IN HOLE 11:00 PM 1/18/2011 Bbis CMT CIRC TO SURFACE 20
BEGIN CIRC 11:00 PM 1/18/2011 REClPROCATED PIP No
BEGIN PUMP CMT 1:30 AM 1/19/2011
BEGIN DSPL. CMT 2:30 AM 1/19/2011 BUMPED PLUG TO 2276
PLUG DOWN 2:52 AM



RECEIVED: Apr. 13, 2015

API Well Number: 43013342290000

CEMENT USED CEMENT COMPANY- Bj Services
STAGE # SX CEMENT TYPE & ADDITIVES

1 300 PLli+3%KCL+.05#SF+.5#CF+2%kolseal
2 400 50:50:2+3%KCL+.05#SF+.25#CF+.5%EC-1

CENTRALIZER L SCRATCHER PLACEMENT SHOW MAKE & SPACING
Middide of first, top of second and third then every third for a total of 20.

COMPANY REPRESENTATIVE Xabier Lasa DATE
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